Ol A How

Mainline Switch Inspection Report Semi-Annual
Date _ (,_//- 7o/l Inspection Crew

[22 | J‘I 4.4 A

Watchman i
| Location _ CmnO |

2 SwitchI.D. # @/6MMowsw |- 13
3 Facing ~— _ ___ Trailing L

Rail Points

4 Point to Point _ . [ 7 <

Q{f{l{t Condition
Y R Nothing less than 4 inches or greater than 5 inches.

6 P!:Oi"t nTQ“'z Min 3 1/2 inches on house top point protected
. A [
6a Point Opening
N_4Y4¥p
7 Fit.,
[\‘S_ XY R

%G}l:ral Condition of the Points
R
Gage

Heel of Switch

9Main_° [, !

10 Turnout - /D .

11 Gage ahead of Bend 7, . (>
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout 4§ o LxP

I3Main__ [ "</

Stock Rail
14 Bend

8/ Y R
15 Condition
$J)Y R

Bolts

16 Loose -
I7 Missing 7Ty

Rivets (Huck Bolts)
I8 Loose N A
[9 Missing ~NA

20 Cotter Pins Mi'sﬂs_ing L
21 Jam Nuts L.pose-~
21a Washers Q)k) Broken

Remarks on page
GNEIC 1T-10-2011

_N/A
N/A

O Na
N/A
_ Missing

SW 48

WO 303225 puge | of 3

S €// = = jj_/c,/gua) S

2-Standard Joints
: Y R N/A
23 Switch Plates
(S'Y R
24 Adjustable Braces
“SY R NA
24a Non-Adjustable Braces
S YR NA
itch R
25 Front Rod
{ Y R NA
26 #1 Rod (Basket Rod)
‘SYR
27 #2 Rod
~S'Y R
28 #3 Rod
(S'Y R NA
29 #4 Rod
S Y R NA
30 Closure Rail
8- Y R
ace of Switch

31 Su
Jsing a 62’ cord, not over
1”to11/2” fora Y and no

more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” js Out
of Service

32 Head Block Ties
SYR

33 Switch Adjustments
Yes No

34 Lubrication

Ok Dry

33 Switch Targets/ Lamps
Ok Missing 'N/A

36 Latches '

" Ok O Broken

37 Locks

0k Brokcn

3% General Condition

“8°'Y R

39 Insulated Joints
S 'Y R

39a Regular Joints
YR

Missing

Missing



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N (S'Y R

R S.Y R
53 Frog #

54/79 Point Condition
‘S'Y R
55 Condmon of Frog
S'Y R
56 Surface of Frog
rS Y R

57 Throat in Inches & j ~f

72 Flangeway Depth | /.

Flangeway Depth must not be less than 1 %”
58 Main Track G in.--_" ' .-:

59 Turnout Track . |
Gage must not be less than 56" any class

;—».

S /b

60 Guard Rail Gage N_©/ 7/ R
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N t2 ““R «

Back to Back Gage must be less than 53 1/8”
62 Condition
S )Y R
63" Location of Guard Rail (Relation to Point)
SYR

Guard Rail Clamps
64 Main Track ™

SYRNA)
65 Tumout ck .

S Y R(NA/

Class 1 Gage 56” to 57 4"

More than 57 %” Out of Service
Class 3 Gage 56” to 57"

More than 57 to 57 V& downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annugl

79 Washers Ok Broken

Page 2 of 3

Turnout Ties
66 Condition

67 Rail Movement
S YRINA
Tie Plates
68 Lead
SY RNA )
69 Guard Rail Flangeway
S YRN_| OR \
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
SY RNA
71 Frog Plates .
S Y RNA

Bolts
73 Loose N/A
74 Missing N/A

Rivets (Huck)

75 Loose
76Missing _ N/A
77 Nuts Missing NA

78 Cotter Pins Missing ‘N/A o
__Missing_ N/A

N/A/

80 Hold Down Devnces
S Y RWA

81 Spring Housing,
S Y RNA/

82 Derails
S Y RN/A

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50° beyond the last long tie

. Ok ' Difference

84 Condmon of Line thru entire turnout
xSh/Y R



Page 3 of 3

[
¥ v

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.

Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: Date:

11-10-2011
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Myinline

Date b/l __.
Watchman

1 Location _C_MS__Q 9 =Z

2SwitchI.D.# 8425 Sin/ 3A

3Facing_______Trniling

n 3
4 Point to Point _C | y DY
oint Condition -

)Y R Nothing less than 4 inches or greater than S inches.
6 :l"m Th"““" Min 3 1/2 inches on house top point protected

6a Point Op;nmg
N_ 9% R
7 Fit
@Y R
neral Condition of the Points

[S-YR

Heel of watch

9 Main 7 A,

10 Turnout o

11 Gage ahead ofBend 5/ 5P
Must not be lega than 56 inches or
more than 57 inches for “S”

12 Heel Spreadmlnchel
Tumout by A

15 Cendition
R

Boltg "
l6Lloose (O N/A
|7 Missing f\ N/A

&'mmusug;m
I8Loose ____ ') NA

19 Missing & " N/A
20 Cotter Pins Missing L0 NA
21 Jam Nuts Loose. ). N/A

o4as

MLMMMMAUM

Inspection Crew __

2la Washers Broi(cn__ __ Missing

Remarks o Gl
GMLIC T1-10-2011

SW3A

w 0#/_"’142.8_ ragelof 3

_>t-e¢ :" A 1 I .

22 Standard Joints
_S’Y R NA

23 Switch Plates
‘S)Y R

24 Adjustable Braccs

‘S YR NA
24a Non-Adj mhle Braces
S YR NA

& Frow o

S Y R NA
26#1Rod(Baake'tRod)
S ¥ R
27#2Rod
S'Y R

2
&ﬁv R NA

"R N/A .
30.Cl : Rai

31 Sy of Switch
R
Using a 62’ cord, not over
1”to11/2”for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Qut
of Servnce
3 Block Tles
Y R
33 Swntch Adjystments
Yes (Né

34 Lubrication
0 Dry
witch Targets/Lampg N

Ok Missing &A)
36 Latches
{Qk--v Broken___ Missing .

37 Lagks
(ng» BI’Okcn__,__ Missing -

38 General Condition
YR '

&sulatcd Joints
39 ,Bcgular Joints

Y R



Manij

50 Location

50a Switch L.D. # .8

51 Facing Trmlmg

52FrogTread N Q)Y R
R SYR

53 Frog# ___ "

54/79 Point Condition -

(SYR
55 Co@dltmn of Frog

Sggxfaoe of Frog

57 Throat in Inches __
72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”
58 Main Track 5 () /8

59 Turnout Track = '

Gage must not be leu than 56? any class

60 Guard Rail Gage N = /

)

,.‘rf

T-_L _
I R«

Guard Rail Gage must more ;hnn 54 3/8"_\

61 Back ToBack N ' R 1 7 _
Back to Back Gage must Iu lm than 53 1/8”
62 Condition
(S¥ R
ﬁiéycmon of Guard Rail (Relation to Point)
YR

64 Main Track
(S)Y R NA
6 mout Track

Y R NA

Class 1 Gage 56” to 57 4"

More than 57 of Servi
Class 3 Gage 56" to 57"

M. han § 537 %" down t

Class2 and gets g Y

Remarks on page 3
GM/JC 11-10-2011

Erog Inspection Report Semi-Annual

Turnout Tieg

{ Condition
SY RNA

67 Rail Movement
S Y RNA

68 Lead
'Y R NA

69 Guard Rail Fisiigeway 1
(S Y R N_ 1 AR | P
Giiard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

SY R NA
71" Frog Plates

8)Y R NA

Bolts i
73 Loose [’ N/A
74 Missing ~> NA

—

75 Loose O NA
76 Missing ) N/A
77 Nuts Missing > NA
78 Cotter Pins Mlssmg ‘N/A
79 Washers Ok Broken Mmmg___ N/A

80 Hold Down Devices
~ S)Y RNA
81 Spring Housing
S Y R'NA
82 Derails
S Y RNA

83MmmM&mzan_n_cmu
Jldﬂﬂ.lhwdmﬁmmhs_mﬂo_nm

50° I

. Ok Difference 7 la

84 Co&di:tﬁ];of Line thru entire turnout
SYR O
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: %K/Kfjfb — 7 "/9/

11-10-2011



Work Order Tracking (Tr) Page 1 of 1

Work Order Tracking (Tr) 0 Bulletins: (1)  #GoTo lx Reports «rSlart Cenler ‘1 Profile % Sign Out % H

v Find: | |gn - [SelectAction v W oa 2 a IO AN X B@duw! T
List Work Order Plans Acluals Related Records Safety Plan Log Fallure Reporting Specifications
Work Order  [1470980 [Semi Annual Switch Inspection ] Site [LTRAIL ] Status  |APPR
Assel 1259216 |~ [Track swilch,R trailing | Alies  [042SMOWSW]
Children of Work Order 1470980 : . Filter HE R 2 >
Tasks for Work Order 1470980 © _ Filter 1id v e1-10f1 e Download |
Sequence © Task Summary Component Reason for Repair Warranty?  Qualifications Status
» [ 0] | -Td—j |Performed inspection according to LR MOW | . i | | » | 1 : N NONE PR | S a
[ NewRow |
Labor Materials Services Tools Repair Orders
Labor Filter Yo riel-40i4 @ Downdoad
Task Labor Approved? Start Date Start Time End Time Regular Hours Premium Pay Hours Rate Warranty? Qualification Met?
» |+ |MPOLLARD | ~1¥ |o8/11/14 | s [02:30:00 R[06:30:00 H [ o:00] 2629] N N/A TS |
» »  GLAM , ¥ 06/11/14 4 02:30:00 F 06:30:00 F 0:00 4:00 2629 N N/A 1 a
b » MALCHIN P4 06/11114 = 02:30:00 F 06:30:00 F 0:00 4:00 2629 N N/A [C5 s |
» »  SSELL ,r vl 06/11/14 & 02:30:00 F 06:30:00 F 0:00 4:00 2650 N N/A [y} j

[ SelectLabor | [ SelectPlanned Labor | [ New Row |

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=14025202143... 6/11/2014



i,  bdas  SwoATR

Muinlise  Switch lnspection Report Sen-Ansual WOW _L1Z0%78  yageyof3
Date __[g://i ;22()_[ 7{/_’____ Inspection Crew __ .o / ,i'-:"l loh " ——— L

Watchman : -
1 Location _ CMms o 4AL 22 Stapdard Joints
28witchlLD.# 0425  <sw-1-RB e hl;I N/A
3 Facin £ Trailing witch Plates
B - Sk
; 24 Adjustable Braccs .
4 Point to Point _*, | -~ ' (Y R NA
3 Point Condition 0 24asNon-A ustable Braces
4 R Nothing less than 4 inches or greater than S inches. Y R
6 N lnt'l'hﬁrow Min \3 172 inches on house top point protected m
6a Point Opening R NA
N_T Y R 26# Rod(Buket Rod)
7 Fit .
(8)Y R zv'gz-ltod
8 General Condition of the Points : (8 Y R
8 Y R 28 #3 Rod
Gage _ S\Y R NA
"‘&L‘.’?“’""' A | “ h VY R NA.
9
10 Turnout < 7. /¢ 9 30 Rail
lleealmdofBend 7 (S R -
Must not be lega than 56 incllu or 31 Surface of Switch
more than 57 inches for “S” (;% Y R .
12 Heel Spmd uP/h;chu sing a 62° cord, not over
_‘___ o 1"t011/2" for a Y and no
13 Main G Y - more than 1 1/2” to 1 3/4”
B— For a R, Great than 13/4” is Out
: of Service
Stock Rail 32 Head Block Ties
14 Bend _SYR
S ¥ R 33 Switch Adjustments
15 Condition Yes < No,
LS YR 34 Lubrication
'._ - Ok l Dw
Bolts 7 35 Switch Targets/l..mnps
16 Loose ' . N/A Ok Missing_ “N/A )
17Missing (5  NA 36 Latches
Ok Brokcn____Missing. L
Rivets (Huck Bolty) 3
I8Loose____ (> NA Ok>  Broken Missing
19 Missing { ; N/A ' 38 (.ie’neml (.Ol'ldlthl'l
20 Cotter Pins Missing__ (> N/A .$YR '
21 Jam Nuts Loose (D NA 39 Insulated Joints
2la Washcrs\&k) Broken, __ Missing__ | S)Y R
39a Regular Joints
Remar a SY R—

GNEIC 11-10-2011



Mainline

50 Location
50a Smu:l{l D.#
81 Facing Trailing
52FrogTreasd N -S.)Y R
R S'YR
S3Frog#
54/79 Point Condition °
SYR
55 Condition of Frog
S5YR
56 Stirface of Frog
( S YR
v U~

57 Throat in Inches 2 !

72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

58 MainTrack 5 /[
59 Tumout Track _ o
Gage must not be less than 56” any class

60 Guard Rail Gage N P RTY-
Guard Rail Gage must more than 54 3/'!"
61 Back ToBack N _ R_1L2
Back to Back Gage must Iu léss than 53 1/8”
62 Condition
SYR

63 Location of Guard le (Relation to Point)

~“SYR

64 Main Track

~S Y R NA
65 Turnout Track
. S'Y RNA

Class 1 Gage 56" to 57 4"

M » i
Class 3 Gage 56" to 57"

M han S w n

Class2and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Turnout Ties
66 Condition
S Y RNA
67 Rail Movement
S )Y RNA
Tie Platea
“Le;’d NIA
S Y RNA_
R | ~{
Gulrdlhil I"Ilngﬂuy can not be less 1 %4
70 Guard Rail Plates
SY RNA -~
71 Frog Plates
.S’Y R NA

Bolts
73 Loose (S N/A

74 Missing (> NA

75Loose )__N/A
76 Missing — _N/A
77NutsMissing '~ N/A
78 Cotter Pins Missing - N/A
79 Washers Ok_Broken__Missing__ N/A

80 Hold Down Devices N

S Y RNA

81 Spring Housing

S Y RNA

82 Derails -
SYR NlAf

ssmmmmmmr_um

Level o the siding from the Frog Poi

Ok Difference ',

84 Condition of Line thru entire tumout
(SYR



P

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:

Datc:_éa/_Z_‘/ “7” |

11-10-2011



e, OALG )QMOWFL%

Mainline S.Mlsh.!nmssﬂnn.&mn.sﬂnm:uuuu WO¥ 50382  pagelof3

/ -
Date / /. (/ Inspection Crew 30_ / T/ ﬁ j e hip .
Wntchman [O[{ayl - = F.
| Location _ {M M & |6 22 Standard Joints
2 Switch I, n #_O/L v Mow - /A S Y RWNA’
3Facing__(__ _Trailing __<_._. __ 23 Switch Plates
. . SYR
Rail Points g 24 Adjustablc Braccs
4 Pointto Point_" G | 17 " S\)Y R NA
3 Point Condition ‘ s Nun-Ad_lumble_Brlcu
SYR Nothing less than 4 inches or greater than § Inches. |
6 Pomt Th ]
F‘W Min “? 172 lncllu on house top point protected m
t’m Pomt Opemns \S)Y R NA
N X 26 #1 Rod (Basket Rod)
7 Fit S.Y R
SSYR 2742 Rnd
neral Condition of the Points \SWY R
R 28 #3 Rod
(8Y R NA
Heel of Swrtch 29 #4 Rod
OMain 50 70 [S\Y R NA.
10 Turnomt S0 37 30 Closure Rail
llannhudofBend T b "~ SYR-.
Must not be legs than 56 inches or 31 Surfiace of Switch
more thana 57 inches for “S” S YR .
i 12 Heel Spread in In/;hu Using & 62° cord, not over
Tumout __ 6 4 1"to11/2"for a Y and no
13Main_({ V. more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
4-Bend . (S)Y R ~
(8)Y R 33 Switch Adjustments
15 Condition Yes No
(SJY R 34 Lubrication
Ok ' Dry
Boltg i 35 Switch Targets/Lamps
16Loose () __N/A Ok  Missing_ ( N/A
17Missing ()~ N/A 36 Latches

Ok ) Broken___Missing,

Rivets (Huck Bolts) 37 Locks :
I8 Loose .~ _NA \Ok ) Broken_ Missing L
19 Missing N/A ' 38 General Condition
20 Cotter Pins Missing____ > N/A S YR ,
21 JlamNutsLoose (D N/A 39 Insulated Joints
21a Washers ¢ Ok ) Brokcn __Missing____ S Y R

39a Regular Joints

R rks on pa
GMLIC 1110-2011



Mainling
50 Location
50a Switch LD. #
51 Facing > Trailing
52 Frog Tread N SYR
R SYR
53 Frog #
54/79 Point Condition
SYR
55 Condition of Frog
SYR
56 Surface of Frog
SYR
57 Throat inInches _2 V</
72 Flangeway Depth __ | ¢
Flangeway Depth must not be less than 1 %”
Gage bt N
58 Main Track > V)
59 Turnout Track . (. V.7
Gage must not be less than 56” any class
60 Guard RailGage N -~ DR _LY 7
Guard Rail Gage must more than 54 3/8 1S
61 BackToBack N_"- '~ R -
Back to Back Gage must be less than 5 m"'
62 Condition
SYR

63 Location of Guard le (Relation to Point)
SY R

64 Main Track

SY RNA)
65 Tumout Track
S Y RNA

Class 1 Gage 56” to 57 4”
”

Class 3 Gage 56" to 57"

M h W n

Class2 and getsa Y

Remarks on page 3

GM/JC 11-10-2011

Eros Inspection Report Semi-Annual

Turnout Ties

66 Condition
SYRNA)

67 Rail Movement
S YRNA

68 Lead

SY R.N[A
69 Guard Rail ewny L
\8 Y RN_ |7t R_1
Guard Rail Flangeway can notbeleul %"
70 Guard Rail Plates

SY RNA,
71 Frog Plates

Y R NA

Bolts
73 Loose
74 Missing

'N/A
N/A

75 Loose __NA
76 Missing -N/A
77NutsMissing_ ( N/A -

78 Cotter Pins Mmmg N/A)

79 Washers Ok: Bmkm__bﬁssing__ N/A

80 Hold Down Devices .
S Y RINA

81 Spring Housing
S Y RNA)

82 Derails
S Y RNA)

83 Maxi . : ol
Level mmﬂw iding from the Frog Poi
30” bevond the last long tig
Ok ) Difference )

84 Condltlon of Line thru entire tumout
(S$)Y R



o™ #.3

(1.

P

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \l\l\v t\Q\DBN%;’;’P Date:_/ "’Zf'l]{) |

11-10-2011



OL6 N MowW SWA

Mainline Switch Inspection Repor Semi-Annu;
Date  ~-__; L~ O ;(/_ _ Inspection Crew o -Q
Watchman o ;

| Location _ CMpNO/6 .
2 Switch LD. # _ 0 16 n Mg sie-32
3Facing_____ Tniling =

Rail Pointg o :
4 Point to Point _ % | ~ .~
5 Point Condition "
U) Y R Nothing less than 4 inches or greater than § inches.
6 ;0"“ Throw. min 3 172 inches on house top point protected
6a Point Opening
N Y 24,
7 Fit
§Y R

ik(s»}gneml Condition of the Points
*S.'Y R
Gage
Heel of Switch
9Main . » 7
10 Tumout _< - >//4
11 Gage ahead of Bend © ..

Must not be legs than 56 inches or

more than 57 inches for “S”
12 Heel Spread in Inches

Tumout _ (, “¢ /.
13 Main

Stock Rail
14 Bend

SV R
|5 Condition
. S YR

Bolts

16 Loose

|7 Missing

Rivets (Huck Bolts)

18 Loosc N A

[9 Missing |  NA _

20 Cotter Pins Missing |\ _ ' _NA
21 Jam Nuts l.oose N/A
2la Washers Ok /' Broken Missing

_N/A
N/A

Remarks on page
GNEIC TL-10-2011

WOou_/3503233

Page I of 3

e/l J/J . _

22 Standard Joints

‘ Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

&Y R NA
24a Non-Adjustable Braces
S Y R-NA
itch R
25 Front Rod
R NA

26#@!}@ (Basket Rod)
R
27 #2 Rod

‘S ¥ R
28 #3Rod
(SY R NA
29 #3 Rod
SY R NA
30 Closure Rail
31 Surface of Switch
SY R
sing a 62’ cord, not over
1"to11/2" for a Y and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
“S)Y R
33-Switch Adjustments
Yes 0
34 Lubrication
Sm%ch Targets/Lamps
Ok Missing ¢
16 Latches
Ok
37 Locks
(Ok)  Broken
38 General Condition
C 83Y R

3Q'Tﬁsslatcd Joints
L R

3Ua‘ﬁcgular Joints
= G ¢ )

Broken Missing

Missing



Mainline Frog Inspection Report Semi-Annual Page2of 3

50 Location Turnout Tieg
50a Switch ID. # 66 Condition
51 Facing ailing’ .S )Y R N/A
52 Frog Tread N _jY R 67 Rail Movement
R Y R S1Y R N/A
53 Frog # ie Pl
54/79/Pojnt Condition 68 Lead
R . S)Y RNA
eqdition of Frog 69-Guard Rail Flangeway 1.
R SYRN_ |Z2-R |“P
56 Surface of Frog Guard Rail Flangewiy can not be less 1 %4”
R 70 Guard Rail Plates
/Y R N/A
57 Throat in Inches 71 Frog Plates
72 Flangeway Depth LSYY R NA
Flangeway Depth must not be less than 1 %” )
Gage = Bolts §
58MainTrack ¢ "/, 73 Loose O NA
59 Turnout Track T | >/ 74 Missing { i N/A
Gage must not be Iess than 56” any class
Guard Rails y Rivets (Huck) |
60 Guard Rail Gage N =/ "2 7 75 Loose O wa
Guard Rail Gage must more than 54 3!8” 76 Missing - _N/A
61 Back ToBack N - R > 77 Nuts Missing -/ N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing “N/A
62 Condition 79 Washers. Ok _’'Broken___ Missing___ N/A

S'YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
S YR . S XY RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y RINA
S Y RIN/A 82 Derails '

S Y RNA

65 Turnout Track.
SYR "_Nz_fA. 83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50" beyond the last long tie

Class 1 Gage 56” to 57 4” Ok  Difference
More than 57 %" Qut of Service
Class 3 Gage 56 to 57" 84 Condition of Line thru entire turnout

More than 57" to 57 %" downgrade to WS YR
Class 2 and gets a Y o

Remarks on page 3

GM.JC 11-10-2011



Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \M k%@\il\r\‘cc Date: (9 Vlj Z/ - [ ({

1-10-2011




CMS 20% 3-8
Wou_LY88/33 puge | of 3

Mainline Switch Inspection Report Semi-Annu;
Date _f;;‘ g&_ —ﬁlf[ ~__ Inspection Crew ﬁ /QLJ@_‘_ﬁ_y}A o
Watchma J% L .
I Location = ¢ M35 2o _ 22 Standard J;l@
2SwitchlD.# Cpm < ag__og_/i-_g S YR
3 Facing _____ Trailing e 23 Switch Platcs
®Y R
Rail Points | 24 Adjustable Braces
4 Point to Point_ S L /1, Y R NA
5 @int Condition 24a Non-Adjustable Braces
6P _Y _!% Nothing less than 4 inches or greater than § inches. S YR R
oint Throw, ;
N __"L _Cy}\"lin 3 1/2 inches on house top point protected 25 Front Rod
6a Point Opening @Y R NA
N 2 Rod (Basket Rod)

7 Fit YR

YR 27 #Z'Rod
8 General Condition of the Points YR

Y R 28¥3 Rod
Gage Y R N/A
Heel of Switch 29 #4 Rod
9Main 5[ 7/f

10 Turnout _T¢ >/ )

11 Gage ahead of Beé’d 6 3
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches

Turmout

b %y
13 Main__f, %/

Stock Rail
I 4Bend

Y R
15 Condition

@YR

Bolts :
16 Loose () L
17 Missing °

Rivets (Huck Bolts)

I8 Loose N.A

|9 Missing NfAD
20 Cotter Pins Missing

21 Jam Nuts Lgese. O
2la Washers

- N/A
N/A

_NA
N/A
Ok) Broken  Missing _

Remarks on page
GAIC T]-10-2011

Y R NA
30 Closure Rail
Y R

31 Surface of Switch
Y R
Using a 62’ cord, not over
1"to11/2” fora Y and no
more than | 1/2” to | 3/4»
For a R, Great than 13/4” is Out
of Service

3@ Block Ties
( R
33 Switch Adf‘ustmcnts

Yes
34 Lubrication
Ok
35 Switch Targets/Lamps
Ok Missin 9/
36 Latchcs T
_ Broken ~ Missing
37 Locks
' Brokcen Missing
38 General Condition
Y R
S9Insulated Joints
AY R
39a Regular Joints
SYR



Mainline

50 Location

50a Switch [D. #

51 Facing

52 Frog Tread N Y
Y

=

53 Frog# __ (D
54/79 Point Condition
Y R
55 ndjtion of Frog

5 @:rface of Frog

57 Throat in Inches

72 Flangeway Depth
Flangeway Depth must not be less than 1 %”
Gage

58 Main Track 5 (e ]/g

59 Turnout Track > »  ¥)

Gage must not be less than 56” any class

Guard Railg
60 Guard Rail Gage N 34 7P R v 4

Guard Rail Gage must more than 54 3/8’:.}
61 Back ToBack N 574~ R © =73
Back to Back Gage must be less than 53 us"
62 Condition

3 Y

S)Y R
63 Location of Guard Rail (Relation to Point)
R

Guard Rail Clamps
64 Main Track

Y R NA
63-Turnout Track

Y R N/A

Class 1 Gage 56” to 57 %

More than 57 %4” Qut of Service
Class 3 Gage 56" to 57"

More than 57" to 57 %" downgrade to

Class2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
ndition
Y R NA
il Movement
Y R N/A
Ti
68 Lead
®Y RNA
ard Rail F Ianfeway

Y R N | 3 R__1
Guard Rail Flangeway can not be less 1 %4”

ard Rail Plates
Y R NA
71 Frog Plates
Y R N/A

Bolts f'@

73 Loose N/A
74 Missing N/A

Rivets (Huck)
75 Loose .. §o) N/A

76 Missing =3 N/A

77 Nuts Missing N/A

78 Cotter Pi Mzssmg = @
79 Washers Broken__ Missing  N/A

80 Hold Down Devices
Y R N/A
81 Spring Hi
S Y R(NA
82 Derails
S YR
83 Maximum difference in any 31 in Cro

Level on the siding from the Frog Point to
50’ beyond the last long tie
l/ 2

Ok  Difference

84 Condition of Line thru entire turnout

@Y R



Remarks
Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

)
Reviewed by: /é.,_/ #é;féb Date: é V/j ’/ %

11-10-2011




20% Mow 3w 3IA

wWou_/488/3

Page 1 of 3

Mainline 't Semi-.
Date _.é.—;)..s = 241 ¥ __ Inspection Crew __lﬁ_laLm _ fgﬂué L
Watchman /6.; r,{
I Location = Cfs Aeog _ 22 Standard Jo
28witchlD. # 2e 7 Mow s 34 S Y R(NA
3Facing____ Trailing Sp—— 23 Switch Plates
S .Y R
Rail Pointg 24 Adjustable Braces
4 Point to Point 5 0 ¥/ R N/A
@ Condition 24a Non-Adjustable Braces
6P t_[: o Nothing less than 4 inches or greater than & inches. S YR R
oint Throw, pg: ;
N ¢ Be Tln 3 1/2 inches on house top point protected 25 Front Rod
6a Point Opening Y R NA
N_& % e 26 #1 Rod (Basket Rod)
7 Fit Y R
Cfs:}x R 2742 Rod
8 General Condition of the Points YR
R 28 #3 Rod
Y R NA
Heel of Switch y 29 #4 Rod
9Main T 6 Y R NA
30 Closure Rail

10 Turnout _S g/gg,
11 Gage ahead of Bend ,S'é, %_2
Must not be legs than 36 inches or

more than 57 inches for “S”

12 Heel Spread in Inches
Tumout é?/R B
13 Main_ (o )
Stock Rail
14 Bend
S\Y R
I'5-€ondition
@)Y R
Bolts
16 Loose O  n/A
17 Missing o N/A
Rivets (Huck B%tsl
I8 Loosc N A
19 Missing D N,A

20 Cotter Pins Missing D _NA
21 Jam Nuts I. “D N/A
21a Washers &35 Broken

_ Missing
Remarks on page
GALIC T-10-201

®vY R
31 Surface of Switch
SYR
Using a 62’ cord, not over
1"to11/2" fora Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Q®Y R
33 Switch Adjustments
Yes
34 Lubrica
Ok
35 Switch Targets/Lamps
Ok Missing
36 Latches @
Broken  Missing
37 Eocks
Broken  Missing
38 General Condition
Y R
39 Insulated Joints
Y R
39 Regular Joints
SYR



Mainling

50 Location
50a Switch I.D. #
51 Facing

52 Frog Tread N

(SDY R
@,Y R
53 Frog #
54/79 Pqint Condition

Sﬁcﬁtion of Frog

56 Surface of Frog
@Y R

57 Throat in Inches % %@
72 Flangeway Depth
Flangeway Depth must not be less than 1 %
f
58 MainTrack S (b V2
59 Turnout Track § (. /4
Gage must not be less than 56” any class
Guard Raily
60 Guard Rail Gage N_SY 1~ R TY/ s
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 2 ? g 2 e
Back to Back Gage must be Iéss than 53
62 Condition
SYR
63 Location of Guard Rail (Relation to Point)
SYR
Guard Rail Clamps
6 in Track
R N/A
65 Turnout Track
(Y RNA

Class 1 Gage 56” to 57 %"

More than 57 %” Out of Service
Class 3 Gage 56" to 57”

More than 57” to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

R N/A
il Movement

Qs_yv R N/A

ead
Y R NA
ard Rail Fl way
&Y RN i% R 11’
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

Y R NA

%og Plates
Y R NA
Bolts 6
73 Loose N/A
74 Missing O NA
Rivets (Huck)
75 Loose O NA

76 Missing N/A
77 Nuts Missing O N/A

78 Cotter Pins Missing
79 Washer{_ Ok, Broken__ Missing___ N/A
80 Hold Down Devices
Y R NA
81 Spring Housing
SY /
82 Derails
S Y R&
83 Maximum difference in any 31’ in Cros
Level on the siding from the Frog Point to
30° beyond the last long tie
Difference 2"

of Line thru entire turnout
R

84 Conditj



Remarks
Page3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

wma AL, fosg b 2514

/

11-10-2011



Work Order Tracking (Tr) Page 1 of 1

@ Bulletins: (1)  # GoTo lL: Reports »# Start Center ‘3 Profile  # Sign Out @ H

Work Order Tracking (Tr)

Find: #4  [SelectActon v W o 2| 4o lay 0 | AN uild @ Klawr e D ol Y I
»
List Work Order Plans Acluals Related Records Safety Plan Log Failure Reporting Specifications
Work Order 1488131 |Semi Annual Switch Inspection Site [LTRAIL Status jcoMP |
Asset 1263342 Alias  [208SMOWSW,

Filter

Tasks fO(Work 0rdqr14§8131 7; - Filter _;7‘.: it W el -1of1 » : . Download : ¢
Sequence * Task Summary Component Reason for Repair Warranty?  Qualifications Status
v 10 10 Performed inspection according to LR MOW | o 1 N NONE lcomp | 9: D
[ New Row |
Labor Materials Services Tools Repair Orders
Labor : . Filter inlg ,ie1-30f3 @ Downlead
Task Labor Approved? Start Date Start Time End Time Regular Hours Premium Pay Hours Rate Warranty? Qualification Met?
» v 08/20/14 i [08:00:00 4102:00:00F | 8:00] - || 2629 N NIA
) DBYRD4 06/20/14 -4 06:00:00 # 02:00:00 F 0:00 8.00 26.50 N N/A
¥ »  MALCHIN ¥ 06/20/14 4 06:00:00 # 02:00:00 F 0:00 8:00 2629 N N/A
[“Select Labor | [ Select Planned Labor | | New Row |

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=14032924883... 6/20/2014



/

Date _é_: A O~ AdL &

Watchman__ ¥, /[

10 Turnout -, _

Il Gage ahead of Bend . (, -
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _(» | .

13 Main /| (

Stock Rail

14 Bend
S'Y R
15 Condition
SY R

Bolts _
[6Loose | ' N/A
I7 Missing ; N/A

Rivets (Huck Bolts)

I8 Loose ~ NA

[9 Missing ' N,A

20 Cotter Pins Missing - __NA

21 Jam Nuts Loose N/A

2la Washers Ok Broken 7 Missing

Remarks on page
GALIC TT-10-201

785 MowWSW—A

wWou_ /978943

Inspection Crew __ f% H_a_ft;(z S

Page 1 of 3

22 Standard Joints

| Location (i s /79 _ J
28witch D # _ /795 poiwsw -~ A S Y R(CNA
3Facing ____ Tmiling  , — 23 Switch Platcs
S’Y R
Rail Pointg _ 24 Adjustable Braces
4 Point to Point _5 [ 5 (8)Y R NA
5-Point Condition 24a Non-Adjuszablg Braces
-S 'Y R Nothing less than 4 inches or greater than § inches. S Y RINA
6 TI;O'_“ET‘_’T-TM 3 172 inches on house top point protected T ;’rontRR -
6a Point Opening Y R NA
N_9 /% 26 #1 Rod (Basket Rod)
7 Ei Y R
'Y R 27%Rod
8 General Condition of the Points S? Y R
Y R 28 Rod
Cage &Y R NA
Heel of Switch 29 #4 Rod
9Main T, )<y @&>Y R NA
f 30 Closure Rail

Y R
31 ace of Switch
@;35 R
sing a 62’ cord, not over
1”t011/2" for a Y and no
more than 1 1/2” to | 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
(8)Y R
33 Switch Adjustments
Yes No
34 Lubrication-.
Ok  Dry)
35 Switch Targets/ Lamps
Ok Missing‘_“___-N/f\ \

36 Latches

Ok > Broken Missing
37 Locks

“Ok?  Broken Missing

0k’
J\(f;gencral Condition
Y R
39{nsulatcd Joints
'Y R
39a Regular Joints
S YR



Mainling

50 Location
50a Switch I.D. #
51 Facing Trailing >
52Frog Tread N  “§7Y R
R §Y R

>

53 Frog # :
54/79 Point Condition
SYR
55 Cendition of Frog
S°Y R
56 Surface of Frog
‘Y R

/
57 Throat in Inches 3 7/ ¢
h Z /;’i

72 Flangeway Dept
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track Sle
59 Turnout Track ¢ ¢ 2
Gage must not be less than 56” any class
Guard Rails » R
60 Guard Rail Gage N/ //_. R 77
Guard Rail Gage must more thnn 54 318”
61 Back ToBack N5 2 /J R £ 2 I " :
Back to Back Gage must be less than 53 llﬂ”
62 Condition
R

63 Location of Guard Rail (Relation to Point)

Y R
Guard Rail Clamps
64 Main T

SY

65 Turmout Trag
S YR

Class 1 Gage 56" to 57 4”
More than 57 %” Out of Service

Class 3 Gage 56" to 577
More than 57" to 57 Y4” downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annua]

79 Washers | Ok Broken

Page 2 of 3

Turnout Tieg
66 Condition
R N/A

67 Rail Movement

(S YRNA
Tig Plates

68 Lead

(§)Y RNA

69 Guard Rail Flangeway 1
SYRN_ '~ R_| )

Guard Rail Flangeway can not bé less 1 4”

70 Guard Rail Plates

S'Y R NA
71 Frog Plates

S'Y R NA
Bolts
73 Loose .’ __N/A
74 Missing . N/A
Rivets (Huck)

75 Loose O NA

76 Missing > N/A
77NutsMissing__— N/A
78 Cotter Pins Missing “N/AD

| Missing_ N/A

80 Hold Down Devices
(8§>Y R N/A
81 Spring Housing
S Y R/NA
82 Derails
S Y RINA
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50’ beyond the last long tie
Ok’ Difference

84 Conditi(o.q @f Line thru entire turnout
SYR



Remarks
Page 3 of 3

Sl fch | we;f{?m-fi"'ro Y dowm {19 [ ?{{

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: W@Z/—b Date: 4 "’Zj -/ é)/

11-10-2011




(L6 MOW SW

Mainline

Date _ (s

Watchman

| Location _ (M5 ’7(»6 :

2 Switch1.D. # {ééd /'nmJ_,guJ —
3Facing __ _ Trailing _ il
Rail Points

4 Point to Point __*_ | //

5. Point Condition

‘S Y R

R Nothing less than 4 inches or greater than § inches.
6 ;O‘"t ThrOW. Min 3 1/2 inches on house top point protected

6a Point Opemng
N _

7 Fit

S Y R

8 General Condition of the Points

S’Y R

Gage

Heel of Switch. .

9 Mﬂ..ll] "—' 5 '-__

10 Turnout " ¢

11 Gage ahead of Bend 2
Must not be legs than 56 mches or
more than 57 inches for “S”

12 Heel Spread in lnches
Turnout _ (.

13 Main

Stock Rail

14 Bend

SY R

15 Condition

CS} Y R

Bolts

16 Loose [ _N/A

17 Missing N/A

Rivets (Huck Bolts)

I8 Loosc L N.A

) \rhssmg < ONA

20 Cotter Pins M:ssmg Q _NA
21 Jam Nuts Loose TN
2la Washers 'Ok Broken _ Missing
Remarks on page

GALIC T)a0-2011

WOou_1773 %4/
. P ) ”ﬁu{ . 4_14«1\ el

Page | of 3

22 Standard Joints
S Y R NA

23 Switch Plates
&)y R

24 Adjustablc Braccs

“SY R NA
24a Non-Adjustable Braces
S Y R NA>
itch R
25 Front Rod
$ R NA
26 #] Rod (Basket Rod)

27 #2 Rod

&O¥ R
28 #3 Rod

&Y R NA
29 #4 Rod

Q,S/Y R N/A
30 osure le

3 \I‘Surface of Switch
Y R
sing a 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32-Head Block Ties
R
33 Switch Adjustments
Yes

34 Lubri :@)
34 Lubrication .
Ok rig)
35 Switch Targets/Lamps
Ok Missing  NJA__
36 _Latchcs B
“Ok ' Broken
37 Loclts

Missing

Broken Missing

(\;encral Condition

39 lgsulated Joints
Y R

30a Regular Joints
S YR



Mainling Frog Inspection Report Semi-Annual Page2 of 3

50 Location Turnout Ties
50a Switch I.D. # 66 Condition
51 Facing '[_rglllgg S$)Y R NA
52 Frog Tread N _S-.':-g'Y R 67-Rail Movement
R §'Y R S)Y R N/A
53 Frog # Tie Plates
54/79 Point Condition 68 Lead
R S)Y R NA
55 Candition of Frog 69 Guard Rail Flangpway 1 5
R S\Y R N Y R__ | 7/
56 Surface of Frog Guard Rail Flangeway can not be less 1 %47
/Y R 70 Guard Rail Plates
= SY RNA
57 Throat in Inches b 71 Frog Plates
72 Flangeway Depth /] S Y R NA
Flangeway Depth must not be less than 1 %”
Gage . Bolts _
58 Main Track 5 (o /2 73 Loose .__NA
59 Turnout Track & & V2 74 Missing O N/A
Gage must not be less than 56” any class
Guard Rails e . Riyets (Huck)
60 Guard Rail Gage N =~ | 7 'R i, 75Loose () N/A
Guard Rail Gage must more than 54 3/8” 76 Missing 0 __N/A
61 Back ToBack N ° 7 V'R : 77 Nuts Missing () N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing N/A
62 Condition 79 Washers Ok Broken_| Missing  N/A

YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R “S’Y R NA
Guard Rail Clam 81 Spring Housing
64 Main Trac S Y RNA)
S YR 82 Derails

S Y RN/A

65 Turnout Track
S Y RNA) 83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50° beyond the last long tie
. o

Class 1 Gage 56” to 57 14" ( Ok /) Difference !}
More than 57 %" Out of Service
Class 3 Gage 56" to 57" 84 Condéiig of Line thru entire turnout

More than 57" to 57 4" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011



Remarks

Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not

measurabl
Revicwed by: /Ké‘jﬁg Date: é 5 (M/ 9/

11-10-2011




.
R

WO# /Y7845

Page 1 of 3

Mainline

N iwmed |
Date c__ &“_’_&_ O~ 201y Inspection Crew - ~po___(‘[a_,ri__” A.jc_i. w.
Watchman___ 2, |

| Location _ _ Cmls 749 .
28witchl D # /648 o

3Facing __ _ Triling E ot
Rail Pointg 2.
4 Point to Point _ 5/ “y

5 Point Condition

S .Y R Nothing less than 4 inches or greater than S inches.
6 ;omt Throw. Min 3 172 inches on house top point protected

6a Point Opening
N 4 :,' b

7 Fit,
'\SM,Y R
8 General Condition of the Points
( S/ Y R
Gige
Heel of Switch S
9Main . 74
10 Turnout ~ .~ Y/,
1 1 Gage ahead of Bend
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread ix;,aflrlnghes
Tumout i v/~

13 Main { ’L’—f’[;

Stock Rail

end

Y R
|5 Condition
(DY R

Bolts
16 Loose _ D

|7 Missing

Rivets (Huck Bolts

I8Loosce . D NA

19 Missing & NA ]
20 Cotter Pins Missing ____L___ﬁ}_
21 Jam Nuts Loose
2la Washers ‘\.,\Qk‘

_N/A
N/A

__NA
N/A

Broken Missing

Remarks on page
GARIC 11102011

22 Standard Joints
S Y R NA
23 Switch Plates
@Y R

24 Adjustablj: Braccs

‘S)Y R NA

24a Non-Adjustahlg Braces
S Y R NA'
itch R

25 Front Rod

8 ¥ R NA

26 #bRod (Basket Rod)
($’Y R

27 #2 Rod
(£S> Y R
287%3 Rod
@ X R NA
29 #4 Rod
'S Y R NA
30 Closure Rail
(YR
31 Surface of Switch
SX R
Using a 62’ cord, not over
[ to11/2” for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
\S_X¥ R
33 Switch Adjustments
Yes No)
34 Lubrication
Ok DD")
33 Switch Targets/Lamps "
Ok Missing  'N/A ./
36 Latches )
Ok~
37 Locks
Ok_  Broken
38 General Condition
SSY R
39 Insulated Joints
39a Regular Joints
SYR

Broken Missing

Missing



Mainline Frog Inspection Report Semi-Annu Page 2 of 3

50 Location Turnout Ties
50a Switch LD, # — 66 Condition
51 Facing ( Trailing > Y RNA
52 Frog Tread N R 67 Rail Movement
? SYR S)Y R NA
53 Frog # ie Pl
54/79 Point Condltlon ead
“Y R N/A
55 dmon of Fro 69 Guard Rail Flan eway
@ : @Y R N_1 7 R !/4’
56 Surface of Frog Guard Rail Flangeway can not be less 1 4"
SS)Y R yard Rail Plates
) R N/A
57 Throat in Inches __ & ﬁ 71 Frqg Plates
72 Flangeway Depth __ 2 ¥ &- Y R NA
Flangeway Depth must not be less than 1 %”
Bolts
58 Main Track g - 73 Loose O NA
59 Turnout Track - 74 Missing & N/A
Gage must not be less than 56” any class
Guard Raily | - Rivets (Huck)
60 Guard Rail Gage N /P RSY L 75 Loose S NA
Guard Rail Gage must more than 54 3/3” 76 Missing ~ NA
61 Back ToBack N L 7 “’R 77 Nuts Missing__ >~ N/A
Back to Back Gage must be less than 53 1 118” 78 Cotter Pi sgﬁssing ZA>
62 Condition 79 Washers éll&/Broken__Missing_ N/A
Y R
63-Location of Guard Rail (Relation to Point) 80 Hold Down Devices
R S'Y R NA
Guard Rail Clam 81 Spring Housing
64 Main Track- S Y R'NA/
SY 82 Derails
65 Tumout Trae S 'Y R NA
SY R@ 83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50 beyond the last long tie
Class 1 Gage 56” to 57 4” Ok~ Difference
More than 57 %" Qut of Servic
Class 3 Gage 56” to 57” 84 Condition of Line thru entire turnout
More than 57" to 57 %" downgrade to «?

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011



Remarks

Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: %@ - é % 5" /{ %_-,

11-10-2011




)

Mainline

Date ____(p- 20-2a1Y
Watchman o\

{ Seimi-, wou /778957
Inspection Crew po UM C&'_ﬂ/c‘lum @

Page | of 3

I Location _CM 57 /]~ _ 22 Standard Joints
2SwitchID.-# /575 sw =3B S Y R WA
3Facing ____ Triling l_— 23 Switch Plates
'\BS__Y R
Rail Pointg 24 Adjustable Braces
4 Point to Point \S$ Y R NA
@;t Condition 24a Non-Adjustable Braces
6 Porint Tlltr Nothing less than 4 inches or greater than 8 inches. S YR R N/A "
oin OW. Mi i
Nl _“M_m 3 1/2 inches on house top point protected 25 Front Rod
6a Point Opening ‘S Y R NA
N /& 26 #1 Rod (Basket Rod)
7 Fit . SYY R
QY R 27#2 Rod
8 General Condition of the Points ‘S)Y R
S Y R 28 #3 Rod
Gage S Y R NA
Heel of Switch. 29 #4'Rod
9Main (L /) %;_ S Y R NA
10 Turnout T o Vo / , 30 Closure Rail
Il Gage ahead of Bend _ © & S Y R
Must not be legs than 56 inches or 31 Surface of Switch
S YR

more than 57 inches for “S”
12 Heel Spread in Inches
Turnout 0.3l
13 Main b %

Stock Rail
|4 Bend

15 Condition
S Y R

Bolts )
16 Loose __(D_ . _N/A
17 Missing N/A

Rivets (Huck Bolts)
N. A

I8 Loose D
lOMissing_ O NA

20 Cotter Pins Missing (™ N:A

21 Jam Nuts Loose N/A

2la Washers (Otk) Broken  Missing

Remarks on page
GALIC 1 1-10-2011

Using a 62’ cord, not over
["to11/2” for a Y and no
more than | 1/2” to | 3/4®

For a R, Great than 13/4” is Out

of Service
32 Head Block Ties
S YR
33 Switch Adjustments
Yes No
34 Lubrication
Ok  Dry
35 Switch Targets/Lamps .
Ok Missing ¢ N/A
36 Latches

Ok_ > Broken Missing
37 kocks
<Q’E Broken Missing

1546 neral Condition
“§7Y R

39~lqsulatcd Joints

($)v R

39a Regular Joints
SYR



Mainling
50 Location
50a Switch I.D. #
51 Facing Trailing’
52 Frog Tread N S°Y R

sR SY R

53 Frog # &

54/79,.»Roint Condition
Y R

55 andmon of Frog

56 g{face of Frog

/m
57 Throat in Inches 5 ’L
72 Flangeway Depth | i, o

Flangeway Depth must not be less than 1 14”

Gage L.
58 Main Track . /2
59 Turnout Track

Gage must not be less than 56” any class
Guard Railg 1

60 Guard Rail Gage N e RSY

Frog Inspection Report Semi-Annual

Guard Rail Gage must mor9 than 54 3/8” -

61 Back To Back N 2 R

Back to Back Gage must be Tess than 53 lr‘ﬁ“

62 Condition
QY R
63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clam
64 Main Track
(S¥ R Na
65 Turnout Track

@Y R N/A

Class 1 Gage 56” to 57 %

More than 57 %" Out of Service
Class 3 Gage 56" to 57”

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Page 2 of 3

Turnout Ties
66 Condition

(8)Y R NA
67 Rail Movement
/ S)Y R N/A
Mn.tu
68 Lead
S'Y RNA
69 Guard Rail F langeway L2
SYY RN_ |7 R | -7
Guard Rail Flangeway can not be less 1 4”
70 Guard Rail Plates

(S Y RNA
71 Frqg Plates

(8’Y R NA
Bolts 5
73 Loose O NA
74 Missing > NA
Rivets (Huck) |

75 Loose (O N/A

76 Missing 4 NA
77 Nuts Missing > _N/A —

78 Cotter Pins Missing @A)
79 Washers Ok Broken__ Missing__ N/A

80 Hold Down Devices
S)Y R NA

81 Spring Housing
S Y R(NA

82 Derails .
S Y R(INA

83 Mulmum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50° beyond the last long tie

" Ok - Difference

84 Condition of Line thru entire turnout
(CSYR
Nt



Remarks

e

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: ,ﬂé«éﬁ/ﬂg Date: é -”ZS ~/ %

11-10-2011




WO# L9788 9I5F Page 1 of3

Mainline 't Semi-.
Date _.Q_T,Z a-Lo)ly Inspection Crew .Po 1_.[4_(_4_._1_‘, Alc l L.
Watchman }@ VA cl)
I Location _ /45”6 T S WAy 22 Standard Joints
28witchID.# /i35~ - sw” /e pz S Y R(NA
3Facing |~ Triling 23 Switch Plates
(8)Y R
Rail Pointg ) l 24 Adjustable\ Braccs
4 Point to Point ¢ D i «$“°Y R NA
5 Point Condition 24&'Non-AdjustableyBraces
" g Yt T%ro Nothing less than 4 inches or greater than § inches. S Y R NA.-
oin W,
N ¢ _.3’_-';'__.:-_Ti" 3 1/2 inches on house top point protected 25 Front Rod
6a Point Opening ‘S R NA
N S %, 26 #1 Rod (Basket Rod)
7 Fit ©Y R
SYR 27 #2 Rod
8 General Condition of the Points Y R
SYR 2893 Rod
Gage J Y R NA
Heel of Switch 29 #4 Rod
9 Main Y R N/A
10 Turnout - T 30 Closure Rail
11 aheadof Bend Z [ '/, SY R
Slaus:t not be legs than 56 inches or 3l gurf'ace of Switch
SJ)Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout [, '/
I3Main___(, .

Stock Rail
14-Bend

(S’)Y R
15 Condition
(DY R

Bolts —
16 Loose _N/A
© N/A

17 Missing

Rivets (Huck Eolts[

I8 Loose N A

9Missing D NA

20 Cotter Pins Missing _ 0O NA

21 Jam Nuts Loosg N/A
2 la Washers (Qk) Broken  Missing N
Remarks on page

GAEIC T 1-10-2010

Using a 62’ cord, not over
1"t0o11/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
SYR
33 Switch Adjustments
Yes No
34 Lubrication N
Ok Dry _
35 Switch Targets/Lamps
Ok Missing
36 Latches
Ok’
37 Locks
“Ok ) Broken
38 General Condition
S)Y R
39 Ipsulated Joints
- ¥ R
39a Regular Joints
SYR

Broken ~ Missing

Missing



Mainline

50 Location

50a Switch LD, #
/31 Facing’ Trailing
“52Frog Tread N §’Y R
R S YR

53 Frog #
54/7 int Condition

55 gg}dition of Frog
R

56 Surface of Frog

[
57 Throat in Inches
72 Flangeway Depth
Flangeway Depth must not be less than 1 %
Gage
58 Main Track /
59 Tumout Track . /2
Gage must not be less than 56” any class
Guard Rails ,
60 Guard Rail Gage N LR S
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N * 4R
Back to Back Gage must be less than 53 1/8’;

62 Condition
SYR
63 Location of Guard Rail (Relation to Point)

R
Guard Rail Clam
64 Main Track

R N/A
65 Tumout Track

@Y R N/A

Class 1 Gage 56” to 57 '4”

More than 57 %" Out of Service
Class 3 Gage 56" to 577

More than 57” to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GMJC 11-10-201 1

/7

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

S§)Y RNA
67 Rail Movement
S )Y R NA

68 Lead
Y R NA
69 Guard Rail Flan geway
Y RN_| f@/ R_| 7/;)
Guuard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates
Y R NA
71 Frog Plates
@JY R N/A

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose (> N/A
76 Missing O NA
77 Nuts Missing O N/A
78 Cotter Pins Missing
79 Washers Qk _Broken

< NA
. _N/A

___Missing_ N/A

80 -Hold Down Devices
S'Y RNA
81 Spring Housing
S Y RINA-
82 Derails
SYR N!A
83 Maximum difference in any 31’ in Cros
Level on the siding from the Frog Point to
50’ beyond the last long tie
Ok  Difference Vi '/

of Line thru entire turnout
R

84 Conditj



Page 3 of 3

e SF v | =+ WMHY€e

I

L { i
Senteln i ‘5.‘0 eCA ;p 1 C{"a\\-\f{)/'{’f

A

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention necded or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: Date:

11-10-2011



145 sw 34

Mainline
Date __46_:26 = ';Z_IQ_[(:F[ . __ Inspection Crew “
Watchman Boyi {

| Location _ _Cm.S Iy K il
28witch D # _;/5Sw 3 A
_Trailing  , —

Wo#_/778yss Page 1 of 3
M | 4 h

fl
i _ﬂ“'._t.;.',_"_:-__.].--..x.é..%. .'.I:ﬁ:. a '.I"‘i. —_—
22 Standard Joints.
S Y R/NAS
23 Switch Plstes

3 Facing
S)Y R
Rail Pointg , 24 Adjustable Braccs
4 Point to Point __ 5 | S'Y R NA
5 Point Condition 24a Non-Adjustable Braces
(Egoy; T:r Nothing less than 4 inches or greater than § inches. S YR R NA
in oW,
N _*_L“!\Ein 3 172 inches on house top point protected 25 Front Rod
6a Point Opening S’Y R NA
N _ 26 #1 Rod (Basket Rod)
7 Fit S YR
S'Y R 27 #2 Rod
8 General Condition of the Points 8’Y R
S'Y R 28-#3 Rod
A . S$*Y R NA
Heel of Switch 29 #4 Rod
9Main _ , L -8$2Y R N/A
10 Turnout 5> -/, "¢ JOleg;ure Rail
11 eahead of Béend * / 7/, $.¥Y R
glausst not be legs than 56 inches or 31'Surface of Switch
more than 57 inches for “S” S~Y R

12 Heel Spread in Inches
Tumout (. -,
13 Main :

Stock Rail
|4 Bend

15 Condition
SY R

Bolts

16 Loose 2

17 Missing

Rivets (Huck Bolts)
> NA

I8 Loose
19 Missing o NA -
20 Cotter Pins Missing ) N,A
21 Jam Nuts Loose ) i) N/A
2la Washers Ok ) Broken  Missing B

_N/A
N/A

Remarks on page
GALICTI-10-2001

Using & 62’ cord, not over
1"to11/2"for a Y and no
more than 1 1/2” to | 3/4»
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

S)Y R

33 Switch Adjustments
Yes (No./

34 Lubrication
Ok  Dry )

33 Switch Targets/Lamps
Ok Missing _ N/A

36 Latches

Ok~ Broken ~ Missing
37 Locks

Ok~ Broken Missing

38 General Condition
$)Y R

39 Insulated Joints
S YR

39a Regular Joints
S YR



Mainline
50 Location
50a Switch I.D. #
51 Facing (Trzu!mg )
52FrogTread N (S Y R
R S YR
53 Frog #
54/79 Point Condition
@Y R

55 Condition of Frog

S$YR
56 Surface of Frog
(‘Q‘;@Y R
57 Throat in Inches

72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

58 Main Track
59 Turnout Track _
Gage must not be less than 56” any class

Guard Rails .

60 Guard Rail Gage N ¢ R
Guard Rail Gage must more t!lan 54 3/8”
61 Back ToBack N ° R

Back to Back Gage must he less than 53 1/8”
62 Condition
‘S.¥ R
6% L atlon of Guard Rail (Relation to Point)
S

Guard le Clamps
64 Main Track

‘$4Y R N/A
65, Turnout Track
Y RNA

Class 1 Gage 56” to 57 '4”

More than 57 %" Out of Service
Class 3 Gage 56" to 57"

More than 57” to 57 " downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition
. S'Y RNA
67 Rail Movement
S'Y R NA
ie Pl
68 Lead
S°'Y RNA
69 Guard Rail F langeway
SY RN_| /4 R |
Guard Rail Flangeway can not be less 1 47
70 Guard Rail Plates

S'Y RNA
71 Frog Plates

S Y R NA
Bolts
73 Loose & N/A
74 Missing {s_ NA
Rivets (Huck) y

75 Loose _ _N/A

76 Missing N/A
77 Nuts Missing > _N/A N

78 Cotter Pins Missing N
79 Washers Qk _Broken__ Missing _ N/A

80 Hold Down Devices
(S)Y R NA

81 Spring Housing
S Y RINA

82 Derails
S Y RNA

83 Maximum difference in any 31’ in Cros

Level on the siding from the Frog Point to

50’ beyond the last long tie

Ok ' Difference

84 Conditiqn of Line thru entire turnout
(S)Y R



Remarks
Page 3 of 3

Swit ek !;ak:;?f ety ol e N oo

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: M 5&0776 Date: é /ZK - / Qﬂ

11-10-2011




/:(

Mainline Switch Inspection Repor Semi-Annu;
Date G*a? 0-23) _Q
Watchman_ [ y ,f-r‘?

Inspection Crew o ﬁ) L[a\f{i___ W IQL L

22 Standard Joints

L5795 Mow Sw-B
WO#_ 1778597 Pagetofs

N

I Location _ (w5 /79 _
28witchID. # /795 Mow Sw -3 S'Y R NA
3Facing ___ Tniling o ) 23 Switch Plates
SYR
Rail Pointg _ 24 Adjustable Braces
4 Pointto Point L/ ¢y ) SYRNA
5 Point Condition 24a Non-Adjustable Braces
6 E Yt TII: Nothing less than 4 inches or greater than & inches. S YR R NA
oint Throw, i
N _":E:_‘_wi'l—in 3 1/2 inches on house top point protected 35 Front Rod
6a Point Opening S YR NA
N T ly 26 #1 Rod (Basket Rod)
7 Fit ' SYR
SYR 27 #2 Rod
8 General Condition of the Points SYR
SYR 28 #3 Rod
Gage S Y R NA
Heel of Switch 29 #4 Rod
9 Main =~ ( S Y R NA
10 Turnout = ' 30 Closure Rail
11 Gageahead of Bend = (. /7. SYR
Must not be legs than 56 inches or 31 Surface of Switch
S YR

more than 57 inches for “S”
12 Heel Spread in Inches

Tumnout & '+
13 Main Qf i

Stock Rail
14 Bend

S YR
15 Condition
S YR

Bolts

16 Loose
17 Missing

Rivets (Huck Bolts

I8 Loose N A
9 Missing ~NA
20 Cotter Pins Missing
21 Jam Nuts Loose
2la Washers Ok

CN/A
N/A

_NA
N/A

Broken Missing

Remarks on page
GALIC TE-10-201 )

Using a 62’ cord, not over
1" to11/2" for a Y and no
more than | 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S YR
33 Switch Adjustments
Yes No
34 Lubrication
Ok Dry
35 Switch Targets/ Lamps
Ok Missing  N/A
36 Latches
Ok Broken
37 Locks
Ok Broken
38 General Condition
SYR
39 Insulated Joints
S YR
39a Regular Joints
S YR

Missing

Missing



Mainline Frog Inspection Report Semi-Annu Page 2 of 3
50 Location Turnout Tieg
50a Switch LD # 66 ondition
51 Facing Trailin \§, Y R NA
52 Frog Tread N s Y R 67-Rail Movement
R SYR S’ YR NA
53 Frog # i 1
54/79 Point Condition ead
YOR 'Y R N/A
55 c%nkﬁn of Frog 69.Guard Rail Flan% GO
S 'SYRN /L Rt

56 Su%ce of Frog
S

57 Throat in Inches :g_)
72 Flangeway Depth _: 7
Flangeway Depth must not be less than 1 %”

58 Main Track U (,

59 Turnout Track -

Gage must not be less than 56” any class
Guard Rails 2 _

60 Guard Rail Gage N - 7/’ R
Guard Rail Gage must more than 54 3:’8"
61 Back ToBack N5 7/ R =

Back to Back Gage must be Iess than 531/8”°

62 Condition

{(S¥Y R

63 Location of Guard Rail (Relation to Point)
(S)YR
Guard Rail Clamps
64 Main Track
S Y RNA
65 Turnout Track
S Y RNAJ

Class 1 Gage 56” to 57 %"

More than 57 %4” QOut of Service
Class 3 Gage 56" to 57"
More than 57" to 57 4" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.IC 11-10-2011

Guiird Rail Flangeway can not be less 14%”
70 Guard Rail Plates

'‘SY R N/A
71 Frog Plates

‘$$Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose

76 Missing

77 Nuts Missing

78 Cotter Pins Missing

79 Washers Ok Broken___

' NA
iy N/A

N/A
N/A
NA
N/A
Missing_ N/A

80 Hold Down Devices
{8 ‘Y R N/A
81 Spring Housm‘g
S Y RWA"
82 Derails
S Y RNA
83 Maximum differen 31" in Cros

Level on the siding from the Frog Point to
50” bevond the last long tie

Ok  Difference

84 Condi%ion\bof Line thru entire turnout
‘S-Y R



Remarks
Page 3 of 3

[

= L)) “\' A ) Lﬂmf :')b. M €0 m/ﬂ /e ?’-.0 _
7 :

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable,

M/’ il e 420514

/

11-10-2011



5
i

Date h@j;s 4

Watchman B NUSKA
I' Location Caup Meape. Jor-
28witch1.D. # 37 1B

3 Facing__ X

Rail Pointy
4 Point to Point S 174
5 Point Condition

e -Y 3 Nothing less than 4 inches or greater than % inches.
6 Point Throw. Mgn 3 1/2 inches on house top point protected

N_S ¢

6a Point nin
N Sz % %

7 Fit

®YR

8 General Condition of the Points
Q Y R

Heel of Switch

9 Main SL '

10 Turnout L', ;

11 Gage ahead of Bend N
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout G /4

13 Main 6%

Stock Rail
|14 Bend
Y R

|5 Condition

® v R
Bolty
(6 Loose O N/A
I7 Missing o N/A
Rivets (Huck Bolts)
I8Loosc . © NA
19 Missing O  NA
20 Cotter Pins Missing 0 NA
21 Jam Nuts Loose o N/A

21a Washers @P Broken  Missing

Remarks on page
GivEIC TLa10-2011

Wo# 495215

Inspection Cre\r[ XHIswR R Miuer

Page | of 3

22 Standard Joints
(3 Y R NA
23 Switch Plates
Y R

24 Adjustahle Braces

Y R NA
24a Non-Adjustable Braces
SYR
i
25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
S)Y R
27 #2 Rod
YR
28 #3 Rod
Y R N/A
29,44 Rod
Y R N/A
30 Closure Rail
Dy r
31 Surface of Switch
®Y R
Using & 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes @

34 Lubricat
Ok @‘_’é
35 Switch argets/Lamps

Ok  Missing

36 Latches
Broken Missing
37 Locks
Broken Missing
38 General Condition
Y R
397nsulated Joints
Y R
39a Regular Joints

® YR



Mainling

50 Location
50a Switch I.D. #
51 Facing

52 Frog Tread N

Trailing
Y R

YR
53 Frog # G

54/79 Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog

@ YR
57 Throat in Inches __ 3 /4
72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”
a
58 Main Track %2
59 Turnout Track St Y%
Gage must not be less than 56” any class
Rai
60 Guard Rail Gage N_S9 2 R g4'%2
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N_g$3% R_Si15%8
Back to Back Gage must be less than 53 1/8”
62 Condition
YR
63 Location of Guard Rail (Relation to Point)
OYR
Guard Rail Clamps
64 Main Track
B YRNA
65 Turmnout Track
&Y RNA

Class 1 Gage 56” to 57 %"

More than 57 %” Out of Service

Class 3 Gage 56" to 57"

More than 57” to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page 3

GMLIC 11-10-2011

Frog Inspection Report Semi-Annug]

Turnout Tieg

66 Condition
®Y RNA
67 Rail Movement
@ Y R N/A

68 Lead
Y R NA
69 Guard Rail Flangeway

Gé)YRN |e R_2
ar

d Rail Flangeway can not  not be less 1 %7

70 Guard Rail Plates
Y R NA
71*Frog Plates
(9 Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose )
76 Missing N/A

77 Nuts Missing o N/A

o N/A
o N/A

Broken

78 Cotter lei Missing o

79 Washer @

old Down Devices
R N/A
81 Spring Housing
e s
82 Derails
SYR

83 imum differen
Level on th

___Missing__

N/A

N/A
N/A

31 in Cro

ldm from h Fro Point t

anference

84 Condition of Line thru entire turnout

®Y R



Remarks

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.
e Date: 6 % ,/é[
(

Reviewed by: //Z M :

[~/

11-10-2011




Mainline WO# 1495219 puge | of 3
Date _ Glosi4 Inspection Crew]_Schisiep, R Miwwy
Watchman_ B Pwysra
| Location ( Anp Meape Jeg 22 Standard Joints
2 Switch 1.D. # B Y R NA
3 Facing __ ___ Tnailing et 23 Switch Plates
® YR
Rail Pointg 24 Adjusta@: Braccs
4 Point to Point S/ /)Y R NA
5 Point Condition 24a Non-Adjustable Braces
S YR Nothing less than 4 inches or greater than § inches, S YR
6 ;"i’_g__},;‘_"u’f_ M{i;l 3 1/2 inches on house top point protected 35 Front Roj
6a Point Opening Y R NA
N_S%h SY% 26'#1 Rod (Basket Rod)
7 Fit YR
®Y R 27 #2 Rod
8 General Condition of the Points YR
R 28 ¥3 Rod
Y R N/A
Heel of Switch 29 #4 Rod
9 Main SL'A- Y R NA
10 Turnout SL'% 30 Closure Rail
11 Gage ahead of Bend __ 37, /4 Y R
Must not be legs than 56 inches or 3 \Surface of Switch
SYR

more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ (-i)}/_& .
oy

13 Main

Stock Rail
14 Bend
Y R

I5 Condition

@Y R
Bolts
16 Loose 0  N/A
|7 Missing ¢ N/A
Rivets (Huck Bolts)
I8 Loose 0. NA
[OMissing 9  NA
20 Cotter Pins Missing ..o __NA
21 Jam Nuts Loose P N/A
2la Washers @ Broken  Missing

Remarks on page
GNLIC T1-10-2011

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service

32 Head Block Tics
SY R

33 Switch Adjustments
Yes

34 Lubrication
Ok

35 Switch Targets/ Lamps

Ok Missing N/
36 Latchcs @

Brokcn Missing
37 Locks
0 Broken  Missing
38 General Condition
Y R

39 Insulated Joints
QYR

393 Regular Joints
Y R



Mainline

50 Location
50a Switch L.D. #
51 Facing Trailing
52 Frog Tread N SYR
R (YR
53 Frog# 10
54/79 Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog
QYR

57 Throat in Inches

72 Flangeway Depth 3

Flangeway Depth must not be less than 1 %”
a

58 Main Track !
59 Turnout Track SGL'%4
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N _su¥; R S+¥8
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 5% R _S1¥e
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R

63 Location of Guard Rail (Relation to Point)

YR

G'uﬁgg Rail Clampg
64 Main Track
Y R N/A

65 Turnout Track
_@Y R N/A

Class 1 Gage 56” to 57 %"
More than 57 %” Out of Servic
Class 3 Gage 56” to 57"

More than 57” to 57 V.” downgrade to
Class 2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annua]

Turnout Tieg
66 Condition

Y R NA

67 Rail Movement

® Y R NA

ie PI
68 Lead

@ Y R NA
69 Guard Rail Flangeway

(OY RN _ /% R_1L
Guard Rail Flangeway can not be less 1 4”
70 Guard Rail Plates

®Y R NA
71 Frog Plates

A)Y R NA

Bolts
73 Loose o N/A
74 Missing =) N/A

Rivets (Huck)
75 Loose © N/A
76 Missing e N/A
77 Nuts Missing __ .,  N/A
78 Cotter Pins Missing o N/A
79 Washers @ Broken__ Missing_ N/A

80 Hold Down Devices
@Y R N/A
81 Spring Housing
SYR
82 Derails
S Y RXNA)
83 Maximum differen 31’ in Cross

Level on t siding from the Frog Point to
50° beyond the last long tie
EE Difference

84 Conditién of Line thru entire turnout
YR




gemarh

SHeeLep  sT. STock RALL

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention necded or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: //////{ ,&frg Date: é - Zé h} %

11-10-2011




LN

Mainlineg

Date __Q:J.?_—s’ , 4 .. __
Watchman
I Location CAMp HeAde. o

WO# 1495217 page 1 of 3
.. Inspection Crew T Scuisier, P Miyep

22 Standard Joints

2S8witch|.D. # 37 34 ®Y R NA
3Facing______ Triling y _ 23 Switch Platcs
YR
Rail Pointg 24 Adjustable Braces
4 Point to Point S £Y R NA
5 Point Condition 24a Non-Adjustable Braces
6@Yt T: Nothing less than 4 inches or greater than § inches. S Y R @
om row, i 121
N ﬁ_’f&_T_ n?,.! /2 inches on house top point protected 25 Front Rod
6a Point Opening &Y R NA
N_S%e & 26 #1 Rod (Basket Rod)
7 Fit YR
YR 27#2 Rod
8 General Condition of the Points Y R
@ YR 2843 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9 Main St/ Y R NA
10 Turmout _ SL A 30 Closure Rail
I'1 Gage ahead of Bend ___ 5, /g YR
Moust not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches
Turnout 8
13 Main G e

Stock Rail
14 Bend
®YR
15 Condition
(9 YR

Bolts
l6Loose o N/A

|7 Missing N/A

Rivets (Huck Bolts)

I8 Loose . o N A
[9 Missing e __NA
20 Cotter Pins Missing N:A

21 Jam Nuts Loose TN/A
2la Washers Ok Broken . Missing

Remarks on pa
GNLIC T1-10-2011

sing a 62’ cord, not over
1"t011/2”fora Y and no
more than { 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R

33'Switch Adjustments
Yes @

34 Lubrication
Sen T

35 Switch Targets/Lamps

Ok  Missing ’
36 Latches @

Broken_ Missing
37 Locks

({? Broken  Missing
38 General Condition

SJY R
39Insulated Joints
Y R
39a Regular Joints

@YR



Mainling

50 Location
50a Switch LD. #
51 Facing Trailing
52 Frog Tread N Y R
R Y R
53 Frog# )O
54/79 Point Condition
(DY R

55 Condition of Frog

YR
56 Surface of Frog

YR

57 Throat in Inches 3 Y4
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track Sh%
59 Turnout Track Sk

Gage must not be less than 56” any class

Guard Rails ,
60 Guard Rail Gage N_<¢% R S+%
Guard Rail Gage must more than 54 3/8”

61 Back ToBack Ns2%  R_S52%
Back to Back Gage must be less than 53 1/8”
62 Condmon

63 é,ocatlon of Guard Rail (Relation to Point)

Guard Rail Clamps

64 Main Track
&)Y R N/A

65 Tumout Track
S Y RNA

Class 1 Gage 56” to 57 14"

More than 57 %” Out of Service

Class 3 Gage 56" to 57"

More than 57” to 57 . downgrade to
Class 2 and getsa Y

Remarks on page 3

GMIC E1-10-201 1

Frog Inspection Re mi-Annu

Turnout Tieg

66 Condition
(DY RNA

67 Rail Movement
® YRNA

68 Lead

Q@ Y RNA
69 Guard Rail Flangeway

©SY RN |7 R _ 1
Guard Rail Flangeway can not be less 1 %4
70 Guard Rail Plates

Y R NA

71 Frog Plates

@ Y R NA

Bolts
73 Loose ) N/A
74 Missing = N/A

Rivets (Huck)

75 Loose ) N/A
76 Missing o NA
77NutsMissing o N/A

78 Cotter Ping Missing 0 N/A
79 Washers Broken___Missing _ N/A
80 Hold Down Devices
Y RNA
81 Spring ing
S YR
82 Derails
SY RW

83 imum differen 31'in Cros

Level on the siding from the Frog Point to

50’ beyon last long ti
k) Difference

84 Condig)’n of Line thru entire turnout
YR



Remarks

SHewen sTR, Closure

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

mﬂ/@% LAY

H-10-2011




Mainling
Date _ lzs l ilf"

Watchman_ B g)'s.:EA“
I Location QAup MeAps Jor

Wo# 1495213

fnspection Crew | Scuisive. B Micen

Page 1 of 3 _

22 Standard Joints

2SvwitchlD.# 3 A e Y R NA
3Facing __ X ___ Tniling 23 Switch Plates
Y R
Rail Pointg 24 Adjustable Braces
4 Point to Point _ S % ® Y R NA
5 Point Condition 24a Non-Adjustable Braces
YR Nothing less than 4 inches or greater than § inches. S Y R @
6 Nolnq-t___:?f-{- in 3 1/2 inches on house top point protected 58 ;’ront Rod
6a Point Opening ®Y R N/A
N S%% s% 26 #1 Rod (Basket Rod)
7 Fit Y R
YR 27 #2 Rod
8 General Condition of the Points YR
YR 28 #3 Rod
Gage Y R N/A
Heel of Switch 29 #4 Rod
9 Main Yo Y R NA
10 Turnout _ St va 4 30 €losure Rail
11 Gage ahead of Bend YA Y R
Must not be legs than 56 inches or 31 Surface of Switch
S YR

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _ %

13Main__¢¥%
Stock Rail

14 Bend
S/Y R

15 Condition
@ Y R

Bolts

16 Loose _ ®»
17 Missing o

Ri uck Bolt

I8 Loose .0 N A
19 Missing O NA
20 Cotter Pins Missing 9

21 Jam Nuts L.oose Q
2la Washers @, Broken

_N/A
N/A

__N:A
N/A
N Mlssing__.

Remarks on page
AV I1-10-2001

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than | 1/2" to | 3/4"
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

Y R

33 Switch Adjustments
Yes Eg

34 Lubrication
Ok

35 Switch argets/Lamps
Ok Missing___
36 Latchcs -
Broken_  Missing
37 Locks
Broken  Missing
38 gneral Condition
Y R
39 Insulated Joints
S YR
39aRegular Joints
Y R



Mainling

50 Location

50a Switch D, #

51 Facing Trailing

52 Frog Tread N Y R
R 8 Y R

53 Frog# _\9¢
54/79 Point Condition
®YR
55 Condition of Frog
YR
56 Surface of Frog
®YR

57 Throat in Inches _ 3 %+
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track SKhVe
59 Tumout Track _ ST, ¥4
Gage must not be less than 56” any class
Rai
60 Guard Rail Gage N S¢% R s¢ %
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S23% R _s1%
Back to Back Gage must be less than 53 1/8”
62 Condition
YR
63 Location of Guard Rail (Relation to Point)
YR
u Rail Clam
64 Main Track
Y R NA
65 Lurnout Track
é Y R N/A

Class 1 Gage 56” to 57 %"
More than 57 %” Out of Servic
Class 3 Gage 56” to 57"

More than 57” to 57 14" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Re mi-Ann

Turnout Tieg

66 Condition
®Y RNA

67 Rail Movement
®© Y R NA
ie PI

68 Lead
Y R NA
69 Guard Rail Flangeway
Y RN R
Guard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates
Y R NA
71 Frog Plates
G Y RNA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose ] N/A
76 Missing o NA
77 Nuts Missing ___ » N/A
78 Cotter Pins Missing e N/A
79 Washers Broken__ Missing  N/A

o N/A
o N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
SYR
82 Derails
SY N/
83 imum difference in 31’ in Cro

Level on the siding from the Frog Point to

“beyond the last long ti
Difference

84 Conditéo}n of Line thru entire turnout
YR



Remarks

_SHewed Froo PT
_SHEUED ST, PT <

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

//(}é?%m WY/ .8

11-10-2011




Mainline
Date

1 Location .___l,&/ads'.&ﬁf RL
2 Switch |.D. #
3 Facing

Rail Pointg
4 Pointto Point_ S\ Yy
5 Point Condition
Y R Nothing less than 4 inches or greater than § inches,
6 Point Throw. npjn 3 172 inches on house top point protected
N _a% 4%
6a Point Opening
N 4@& 4%
7 Fit
Y R
8 General Condition of the Points

"@YR
L age

Heel of Switch
9 Main _ 5%
10 Tumout St

11 Gage ahead ofBend_S.Q»i/S_

Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches

_Trailing

Tumout ¥

13 Main___¢, /3
Stock Rail
14 Bend

® YR
15 Condition

Y R
Bolts
[6Loose O  N/A
17 Missing (o) N/A
Rivets (Huck Bolts)
I8 Loose = o N A
19 Missing____©  N,A
20 Cotter Pins Missing . © NA
21 Jam Nuts L.oose o N/A‘
2la Washers Broken Missing

Remarks on page 3

GALIC T)-10-2011

WO# _l4ggig,

Inspection Crew T Senisier, R Hicee

Page 1 of 3

22 Standard Joints
®Y R NA
23 Switch Plates

? Y R
24 Adjustable Braccs

©Y R NA

24a Non-Adjustable Braces
Sy R@
itch R

i
25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
®Y R
2843 Rod

Y R NA
29%4 Rod

Y R NA

30 Closure Rail
ST
3| Surface of Switch
@‘y R
sing & 62’ cord, not over
I"to11/2" fora Y and no

more than | 1/2” to | 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes

34 Lubricatio
Ok q\fﬂg)
35 Switch argets/Lamps

Ok Missing
36 Latchcs

)

37 Locks

Brokcn Missing

Broken Missing
38 General Condition
3)Y R
39Tnsulated Joints
)Y R
39a Regular Joints

<SS Y R



Mainling

50 Location
50a Switch LD. # g»
51 Facing Trailing
52 Frog Tread N @ YR
R @ Y R
53 Frog# (o
54/79 Point Condition
®YR

55 Condition of Frog

©YR
56 Surface of Frog

®@YR

57 Throat in Inches 3%

72 Flangeway Depth /'%/,

Flangeway Depth must not be less than 1 %”
Gage

58 Main Track £

59 Turnout Track _3¢'4

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N 544 R %
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _S2% R sV
Back to Back Gage must be less than 53 1/8”
62 Condition
YR
63 Tocation of Guard Rail (Relation to Point)
YR
Gufrd Rail Clamps
64 Main Track
®YRNA
65 Turnout Track
@ Y R N/A

Class 1 Gage 56” to 57 %

More than §7 %" Out of Service
Class 3 Gage 56" to 57

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

B Y R NA
67 Rail Movement

(3 YRNA
Tie Plates
68 Lead

Q Y RNA
69 Guard Rail Flangeway

% Y RN_|Y R %
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

S\Y R NA
71 Frog Plates

©Y RNA

Bolts
73 Loose 0 N/A
74 Missing o NA

Rivets (Huck)
75 Loose o N/A
76 Missing o N/A
77 NutsMissing___, N/A
78 Cotter Pins Missing o N/A
79 Washers @ Broken__ Missing  N/A

80 Hold Down Devices
Y RNA

81 Spring Housing
S YR

82 Derails
SY R/

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50" beyond the last long tie
/E)E) Difference

84 Condit@n of Line thru entire turnout
YR




Remarks
Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: / '/[VA{(%///LJ:) Date: é "Z g "/ é/

[1-10-2011




WO# 1488179

Page | of 3

Mainline
Date -.(e/.ZS/ 4 Inspection Crew | CHIster, R Miuce
Watchman
I Location Nursge PD _ 22 Standard Joints
2 Switch1.D. #9249 3 = L ®Y R NA
3Facing ____ Triling _ X 23 Switch Plates
Y R
Rail Pointg 24 Adjustable Braces
4 Point to Point _ S| % ®Y R NA
5 Point Condition 24a Non-Adjus' ble Braces
6@“: Tlf: Nothing less than 4 inches or greater than 5 inches. S YR R \
om row, 172 inch 1
N _:_‘Zg-,;‘!%gn 3 1/2 inches on house top point protected 75 Front Rod
6a Point Opening Y R NA
N € s 26 #1 Rod (Basket Rod)
7 Fit Y R
®YR 27 #2 Rod
8 General Condition of the Points Y R
®Y R 28 #3 Rod
Gage Y R N/A
Heel of Switch Py 29 #4 Rod
9 Main Sb/4 Y R N/A
10 Tumnout __ 5S4 ¥ \ 30 Closure Rail
11 Gage ahead of Bend _ S(./2 Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout (%8
[3Main___ ¥

Stock Rail
14 Bend
® Y R
15 Condition
® YR
Bolts
6 Loose 9  N/A
17 Missing o N/A
Rivets (Huck Bolts)
I8 Loose = o NA
[YMissing_ _©  NA
20 Cotter Pins Missing © NA
21 Jam Nuts 1. ) N/A
2la Washers O@ Broken  Missing

Remarks on page
GANEIC 12102001 ]

sing a 62’ cord, not over
I"to11/2” for a Y and no
more than 1 1/2"” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Yy R
33 Switch Adjustments
Yes
34 Lubrication
Dry

35 Switch Targets/Lamps
Ok Missing_____@

36 Latches
Broken ~ Missing
37 Locks
Broken  Missing
38 General Condition
@ Y R
39 Insulated Joints
Q@ YR
393 Regular Joints
Y R



Mainling
50 Location
50a Switch LD, #
51 Facing Trailing
52FrogTread N (® Y R
R ®YR
53 Frog # L)
54/79 Point Condition
®YR
55 Condition of Frog
YR
56 Surface of Frog
YR

57 Throat in Inches 3 %
72 Flangeway Depth ‘%7,
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track StVe
59 Turnout Track __ SL'}
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N S%%. R Sus/j
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N <2Y2 R S1.¥g
Back to Back Gage must be less than 53 1/8”
62 Condition

BYR
63 Location of Guard Rail (Relation to Point)

YR

Gu@rd Rail Clamps
64 Main Track

SYRNA
65 Turnout Track

DY RNA

Class 1 Gage 56” to 57 %”

More than 57 %" Out of Service
Class 3 Gage 56” to 57”

More than 57" to 57 44" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

Y R NA
67 Rail Movement
® YRNA
Tie Plates
68 Lead
® Y RNA
69 Guard Rail Flangeway
®YRNIVW® R |
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y R NA
71 Erog Plates
Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose o N/A

76 Missing o NA
77 Nuts Missing _ N/A
78 Cotter %Missing = N/A

/o) N/A
i) N/A

79 Washers( Ok Broken___Missing N/A

80 Hold Down Devices
Y R NA

81 Spring Housing

S Y RAA
82 Derails

S Y R /A

83 Maximum difference in any 31’ in Cro
Level on the siding from the Frog Point to

50’ beyond the last long tie
©K) Difference

84 Condit(i)ﬁyof Line thru entire turnout
S R



Remarks
Page 3 of 3

__SHeuep sp Cuosupy,
" Pr

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: /M%ﬁ?ﬂf/ﬁj:* Date M/O "Z é f/ 5/

[1-10-2011




269

Mainline Switch Inspection Report Semi-Annual
Date G/ZSI'}- —

Watchman

| Location uwtseg'{ R4

2 Swatch |.D. # g

3 Facing X Trailing

Rail Points

4 Pointto Point __ $ | Y4

5 Point Condition

g _Y R Nothing less than 4 inches or greater than § inches.
6 ;oﬁg?éotfﬂn 3 1/2 inches on house top point protected
6a Point Opening

N
7 Fit

Y R

8 General Condition of the Points

® YR

Gage

Heel of Switch

9 Main £ _

10 Turnout L%

11 Gage ahead of Bend _ S(» V3
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ Slb%2

13 Main__ 5L¥g

)

Stock Rail

14 Bend
OR:

I5 Condition
Gy r

Bolts

16 Loose 0 N/A

17 Missing o N/A

Rivets (Huck Bolts)

18 Loose . o N. A

[YMissing O  NA

20 Cotter Pins Missing .90 NA

21 Jam Nuts Loo 0 N/A

2la Washers @ Broken  Missing

Remarks on page
GALIC 1T -T0-2011

1%

WO# 1488117

Page 1 of 3

Tuspection Crew T Sewiswe, R Muwe

22 Standard Joints
® Y R NA
23 Switch Plates
Y R

24 Adjustable Braces

Y R NA

24a Non-Adjustable Braces
S Y R /A
itch R

25 Front Rod

G Y RNA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29%4 Rod
Y R NA
30 Closure Rail
YR
3 Surface of Switch
Y R

sing a 62’ cord, not over
1”to11/2” for a Y and no
more than | 1/2" to 1 3/4»
For a R, Great than 13/4” is Out
of Service

32 d Block Ties
Y R
33 Switch

justments
No
34 Lubrication

Yes
cn o
35 Switch Targets/Lam
Ok Missing |
36 Latches
Broken  Missing
37 Locks
@ Broken Missing
38 General Condition
SSY R
397Tnsulated Joints
Y R
39a Regular Joints

Q@Y r



Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch .D. # 66 Condition
51 Facing Trailing ®Y RNA
52 Frog Tread N ® YR 67 Rail Movement
R @GYR ®© YR NA
53 Frog# 10 ie Pl
54/79 Point Condition 68 Lead
®YR ®Y RNA
55 Condition of Frog 69 Guard Rail Flangeway
YR Y RN (%4 R_\%
56 Surface of Frog Guard Rail Flangeway can not be less 1 %4”
Y R 70 Guard Rail Plates
Y R NA
57 Throat in Inches 3%- 71 Frog Plates
72 Flangeway Depth | 'S/, @ Y R NA
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track Skl 73 Loose @ _NA
59 Turnout Track _ S¢.%a 74 Missing o N/A
Gage must not be less than 56” any class
Guard Raily Rivets (Huck)
60 Guard Rail Gage N S¢ ¥4+ R 4% 75 Loose o NA
Guard Rail Gage must more than 54 3/8” 76 Missing O _NA
61 Back ToBack N S2¥¢ R s3% 77 Nuts Missing o N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pinsg Missing © _N/A
62 Condition 79 Washers @ Broken___Missing  N/A

YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y RN/
Y R NA 82 Derails
65 Tumnout Track SY l@
Y R NA 83 Maximum difference in any 31’ in Cros

Level on the siding from the Frog Point to

50° beyond the last long tie
Class 1 Gage 56” to 57 4" @ Difference

More than 57 %" Out of Service

Class 3 Gage 56" to 57” 84 Condition of Line thru entire turnout
More than 57” to 57 4" downgrade to S)Y R

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011



Remarks

Page3 of 3

SHeELLEN PT

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011




Mainline

Date (-_-,/?_ 4.
Watchman VSKA

I Location Nyegsszy Po_

2 Switch1.D. # e
3 Facing__x_ Trailing

Rail Pointg
4 Point to Point __§; %
5 Point Condition
é ? Y; Tl; Nothing less than 4 inches or greater than § inches.
ot Throw. Min 3 1/2 inches on house top point protected
N__ 4% 4%, P pointp
6a Point Opening
N
7 Fit
@YR
8 General Condition of the Points
® YR
Gage
Heel of Switch
9 Main __ 5¢/2 .
10 Turnout 5. %
11 Gage ahead of Bend __ S(, %
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches

Tumout (4 =
13 Main b Yo
Stock Rail
14 Bend
Y R

15 Condition

Qv r
Bolts
l6Loose o  N/A
17 Missing o N/A
Rivets (Huck Bolts)
I8Loosc o NA

9 Missing o NA

20 Cotter Pins Mfééing o NA
21 Jam Nuts Loose 0 N/A
21a Washers @ Broken  Missing

Remarks on page
GALIC 1102010

WO# 14988175

Page I of 3

Inspection Crew /[ Seriste®, R Miwep

22 Standard Joints
Y R NA

23 Switch Plates
Y R

24 Adjustablé Braccs

Y R NA
24a Non-Adjustable Braces
SYRNXN
-
25 Front Rod
©®Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
8@ Y R NA
29 #4 Rod
®Y R NA
30 Closure Rail
Y R
31 Surface of Switch
S YR
Using a 62’ cord, not over
1t011/2”fora Y and no
more than | 1/2” to 1 3/4™
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrica%n
Ok :
35 Switch T argets/Lamps

Ok Missing __(NZ®

36 Latches

{QB Broken  Missing
37 Locks

Broken  Missing
38 General Condition
CS) Y R
39 Insulated Joints
Y R
39a Regular Joints

Y R



Mainline

50 Location

50a Switch LD. #

51 Facing Trailin

52 Frog Tread N Y
Ry

53 Frog# 1o

54/79 Point Condition

BYR
55 Condition of Frog
OYR
56 Surface of Frog

(SYR

57 Throat in Inches Yo
72 Flangeway Depth \%

R

Flangeway Depth must not be less than 1 %”

Gage
58 Main Track SLA

59 Turnout Track S %
Gage must not be less than 56” any class

Guard Rails

60 Guard Rail Gage N_S45 R St%
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N S234 R s2%

Back to Back Gage must be less than 53 1/8”

62 Condition
YR
63 éocation of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
§Y R NA
65 Turnout Track
Y R NA

Class 1 Gage 56” to 57 %”

More than 57 %” Qut of Service
Class 3 Gage 56" to 57”

More than 57" to 57 4" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.IC t1-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

® Y RNA
67 Rail Movement
© Y R NA
Tie Plates
68 Lead
Y RNA
69 Guard Rail Flangeway
SYRN_|% R |3
Guard Rail Flangeway can not be less 1 4”
70 Guard Rail Plates
Y R N/A
71 Frog Plates
©Y RNA

Bolts
73 Loose © N/A
74 Missing © N/A

Rivets (Huck)
75 Loose 0 N/A
76 Missing ®_ N/A
77 Nuts Missing 9 NA
78 Cotter Pjns Missing o N/A
79 Washers (O Broken__ Missing_  N/A
80 Hold Down Devices
Y R N/A
81 Spring Housing
SY

82 Derails
S Y R@)
83 imum difference in any 31’ in Cros

Level on the siding from the Frog Point to

50" beyond the last long tie
@E Difference

84 Condition of Line thru entire turnout

@YR




Remarks
Page 3 of 3

__Boatreren TheonT ARy
__SHEWIe on) PT

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011




L 0Y5

ction Report Semi-Annu;

Date

_ ...@/zs/ /é -
Watchman LSKA

I Location _ €17 S Aeg

28witch1.D # 20235 sws | A
3 Facing _x Trailing )

Rail Pointy
4 Point to Point _ 1%
5 Point Condition
6@‘; TII: Nothing less than 4 inches or greater than $ inches.
omt 1Arow. Mjg 3 1/2 inches on house top point protected
N_ 4% 1Y Bpointp
6a Point Opening
N LY
7 Fit
YR

:'éeneral Condition of the Points

P

SSY R

Gage

Heel of Switch

9 Main noo

10 Turnout S :

11 Gage ahead of Bend 5071
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout (%
13 Main ___(, /4
Stock Rail
14 Bend
Y R
15 Condition
QYR
Bolts
6Loose @  N/A
17 Missing Q N/A
Rivets (Huck Bolts)
I8 Loosc . g N A

[OMissing 9 NA

20 Cotter Pins Missing @ N,A
21 Jam Nuts Loose o N/A
21a Washers Broken  Missing

Remarks on page
GAEIC - 10-201 1

SW 1A

A } Mas7en
WO#_L788/27  pae 1 of 3

nspection Crew | Soisien, R Miep

22 Standard Joints
®Y R NA

23 Switch Plates
®Y R

24 Adjustable Braces

@Y R NA
24a Non-Adjustable Braces
SY RN/
it Rty
25 Front Rod
® Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
YR
28 #3 Rod
(Y R NA
29 #4 Rod
Y R N/A
30 Closure Rail
SYR
31 Surface of Switch
Y R
sing & 62’ cord, not over
1"to11/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes

34 Lubrication

Ok

35 Switch Targets/Lamp
Ok Missing»___@
36 Latchcs

Broken Missing
37 Locks
Broken Missing
38 General Condition
Y R

39 Insulated Joints
@ Y R

39a Regular Joints
Y R



Mainling

50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N (@O Y R
R @ Y R

53 Frog# 1@
54/79 Point Condition

YR
55 Condition of Frog

YR
56 Surface of Frog

®YR

57 Throat in Inches 34
72 Flangeway Depth v
Flangeway Depth must not be less than 1 %”
Gage ,
58 Main Track S0/
59 Turnout Track __ St.¥%
Gage must not be less than 56 any class
Guard Raily
60 Guard Rail Gage N S4% R 54
Guard Rail Gage must more than 54 3/8”
61 Back ToBack NS23% R S274
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

YR
Guard Rail Clamps
64 Main Track

©Y R NA

65éumout Track

Y R NA

Class 1 Gage 56” to 57 %"

More than 57 %" Qut of Service
Class 3 Gage 56" to 57

More than 57” to 57 %4” downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

A Y RNA
67 Rail Movement
® Y R NA
Tic Plates
68 Lead
@Y RNA
69 Guard Rail Flangeway
?Y RN_ | R [
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

Y R NA
71 Frog Plates
@ Y R NA
Bolts
73 Loose ) N/A
74 Missing © N/A
Rivets (Huck)
75 Loose [5) N/A
76 Missing ; N/A
77 Nuts Missing o NA

78 Cotter Pins Missing o N/A
79 Washers @ Broken _ Missing  N/A

80 Hold Down Devices
Y R NA
81 Spring Housing
SYR
82 Derails
S YR
83 imum difference in any 31’ in Cros

Level on the siding from the Frog Point to
50 beyond the last long tie
@ Difference

84 Condition of Line thru entire turnout
QYR



Remarks

Page 3 of 3

SHEWED ST Pr

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

A 6 24-)¢
Reviewed by: “F0 / y Date: »

11-10-2011



Work Order Tracking (Tr) Page 1 of 1

Work Order Tracking (Tr) 0 Bulletins: (1) # GoTo Us Reports »r Start Center ‘L Profile  # Sign Oul  # H
[ v Find: | Y Select Action v W o2 2 Lo lagy L1 il @ X 4= & D! !
List Work Order Plans Acluals Related Records Safely Plan Log Failure Reporting Specifications
Work Order (1488127 | |Semi Annual Switch Inspection | Site  [LTRAIL ! Status  |APPR
Asset 1257759 |#  [Track switch,L,10,FACING [d Alias  [20BSMOWSW]
Children of Work Order 1488127 : .- Filler iUie eiee >
Tasks for Work Order 1488127 : - Filter g ¢ e@l1-10f1 % i Download : *:
Seguence * Task Summary Component Reason for Repair Warranty?  Qualifications Status
> [ 10 10| [Performed inspection according to LR MOW/( _; | ~ ; 1B N NONE [APPR i < a
Labor Malerials Services Tools Repair Orders
Labor . - Filter itie ie1-30f3 @ i, Download | 4}
Task Labor Approved? Start Date Start Time End Time Regular Hours Premium Pay Hours Rate Warranty? Qualification Met?
» | | . [TSCHISLER | A1 06/25/14 | [06:00:00 402:00:00 A [si00] | 26.29] N NIA ol |
» »  BPANUSKA /v 06/25/14 4 06:30:00 4 02:30:00 F 0:00 8:00 2629 N N/A s |
» +  RMILLERS , vl 06/25/14 =4 06:30:00 # 02:30:00 F 0:00 8:00 2670 N N/A Zia

| “SelectLabor | [ SefectPlanned Labor | [ New Row |

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=14037844157... 6/26/2014



QA 0F Mow sw -8

Mainline

Date _G/2s/14
Watchman ; 17 #A

I Location = _C M35 26F )
2SwitchID.# 2 0] Mow sw [~
3 Facing Y ___Trailing

Rail Pointg .
4 Point to Point __§1-'4
5 Point Condition
&) Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw, npip 3 172 inches on house top point protected
N 4% 4%
6a Point Opening
N Sk S%
7 Fit
QYR

8 General Condition of the Points

®YR

Gage

Heel of Switch

9Main __ \o/gp

10 Turnout ¢, %;

11 Gage ahead of Bend Sbh
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ SL%,

13 Main Sk Y

Stock Rail

14 Bend

Oy r
15 Condition

@ Y R
Bolts
16 Loose @  N/A
17 Missing o N/A
Rivets (Huck Bolts)
I8 Loose o N A
19 Missing . NA

20 Cotter Pins M'i—s“s.ing .0 NA
21 Jam Nuts Loose © N/A
2la Washers (Ok? Broken  Missing

Remarks on page
GNEIC 1) -10-2011

wou_(789/29

Inspection CrewT_‘lel_._R_Mlee_ o

Page | of 3

22 Standard Joints
Y R NA
23 Switch Platcs
®YR

24 Adjustable Braccs

Y R NA
24a Non-Adjustable Braces

iS YRR@

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod
Y R N/A
30 Closure Rail
Y R
31 Surface of Switch
SYR

Using a 62’ cord, not over
1”t011/2” for a Y and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
(@ Y R
33 Switch Adjustments

Yes @
34 Lubrication
Ok

35 Switch Targets/Lamps
Ok Missing

36 Latches
Broken

Missing
37 Locks
Broken
38 General Condition
Y R
39 Insulated Joints
) Y R
39a Regular Joints
@ Y R

Missing



Mainline

50 Location

50a Switch I.D. #

51 Facing Trailing

52 Frog Tread N @Y R
R 6

53 Frog# 1\©

54/79 Point Condition

YR
55 Condition of Frog
YR
56 Surface of Frog

OYR

57 Throat in Inches 3%
72 Flangeway Depth 3
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track S5uLS/y
59 Turnout Track __ St %
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N S4%”% R s§
Guard Rail Gage must more than 54 3/8”
61 BackToBack N S2% R S3
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

YR

Guard Rail Clamps
64 Main Track

Y R N/A
65 Turnout Track

Y R NA

Class 1 Gage 56” to 57 %”

More than 57 %” Out of Service
Class 3 Gage 56" to 57

More than 57” to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

Y R NA

6 il Movement

® Y R NA

ie Pl
68 Lead

®Y RNA
69 Guard Rail Flangeway
pv RN_I1Y% R_|[Y

uard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

®Y R NA
71 Frog Plates

® Y RNA
Bolts
73 Loose ko) N/A
74 Missing o N/A
Rivets (Huck)

75 Loose ) N/A

76 Missing a NA
77 Nuts Missing o NA

78 Cotter Pins Missing o N/A
79 Washers @ Broken___Missing_ N/A

80 Hold Down Devices
CS) Y R NA
81 Spring Housing
S YR
82 Derails
S YR

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond last long tie
(@) Difference

84 Conditjan of Line thru entire turnout
(v



Remarks
Page 3 of 3

__FRoe PT. STARTIMG YO GET BATTZREN

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

. //7/_‘5/(9/5/%; e 0~ 1Y

11-10-2011




WO# 1495141

Page 1 of 3

Date (.j 2 14 Inspection C rew7:§gh’_!_§_L§g B Panluska
Watchman y&_/)
! Location 22 Standard Joints
2 Switch1.D. # 37 e ® Y R NA
3 Facing _ ygvs Tmllmg i 23 Switch Platcs
YR
Rail Pointg 24 Adjustable Braces
4 Point to Point 37 Vs Y R NA
5 Point Condition 243 on-Ad;éb}Dle Braces
6 \: T: Nothing less than 4 inches or greater than & inches. |S Y RV
int Throw,
N +.ZE___M$ 3 1/2 inches on house top point protected 25 Front Rod
6a Pomt Opening Y R NA
N St S % 26 #1 Rod (Basket Rod)
7 Fit S)Y R
YR 27 #2 Rod
eneral Condition of the Points YR
& Y R 28 3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9 Main sL 4 Y R NA
10 Turnout s/, _ 30 Closure Rail
11 Gage ahead of Bend 3 5/8 Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Tumout (%
13 Main ¢ ’/4
Stock Rail
14 Bend
Y R

15 Condition

@ Y R
Bolts
16Loose @  N/A
|7 Missing 0 N/A
Rivets (Huck Bolts)
18 Loosc - N.A
19 Missing o N“‘"
20) Cotter Pins M Mlssmg _______ _NA
21 Jam Nuts Loose “N/A

2la Washers C)j/ Brokt.n _ Missing

Remarks on page
GARIC T]-10-201

Using & 62’ cord, not over
1”to11/2” fora Y and no
more than 1 1/2” ¢o | 3/4
For a R, Great than 13/4" is Out
of Service
ead Block Ties
Y R
33 Switch Adjustments
Yes

34 Lubrication
Dry
35 Switch l"argct~;/Lamps

Ok Missing
36 Latches
Broken Missing
37 Locks
Broken Missing
38 General Condition
Y R
39 Insulated Joints
ORA:
393 Regular Joints
YR



Mainline

50 Location

50a Switch LD #

51 Facing

52 Frog Tread N
R

Trailing
Y R
Y R

53Frog# lo

54/79 Point Condition

YR

55 Condition of Frog
Y R

56 Surface of Frog

(5 YR

57 Throat in Inches /e

3%
72 Flangeway Depth _/ 7/,

Flangeway Depth must not be less than 1 %”

58 Main Track St e
59 Turnout Track S %
Gage must not be less than 56” any class

1
60 Guard Rail Gage N S48 R Sv%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 52" R Sa%
Back to Back Gage must be less than 53 1/8”
62 (Sondition
YR
63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
®YRNA
65 Turnout Track
@ Y R NA

Class 1 Gage 56 to 57 14"

More than 57 %4” Out of Service

Class 3 Gage 56” to 57”

More than 57” to 57 V. downgrade tg

Class 2 and gets a Y
Remarks on page 3

GM.IC 11-10-2011

N

% BY RUD

Frog Inspection Report Semi-Annug]

<

Page 2 of 3

Turnout Tieg

66 Condition
©®Y RNA
67 Rail Movement
, @ Y R N/A
Tic Plates
68 Lead
®Y R NA
69 Guard Rail Flangeway
YRNI(g R__
Guard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates
Y R NA
71 Exog Plates
Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose Q
76 Missing (@] N/A

77 Nuts Missing  ©  N/A

78 Cotter Ping Missing_ g N/A
79 Washers Broken__ Missing__ N/A

() N/A
© _NA

N/A

80 Hold Down Devices
® Y RNA

81 Spring Housing
Y RQVA
82 Derails

imum differen
iding from the Frog Point t
long ti

83

Level on th

84 Condi'@‘;)f Line thru entire turnout

R

in 31'in Cros



(Y
- o ‘h.

Remarks
Page 3 of 3

SHLED  SteatexT Closuel

SHeuss Ov C LeSvay

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention necded or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: Date: 2} /__ O/// :/
r /7 | /

11-10-2011




